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See page A86 for Poles, Tenons and Accessories

Small Adjustable Area/Wall Light - Forward Throw Reþector

ISOFOOTCAN LE LINES OF HORI ONTAL ILLUMINANCE
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AAD20F AAD20FM175
Type III / Full cutoff

Catalog # Description
AD20PB1 Pole mount bracket for single AAD20 ýxture 
AD20PB2 Pole mount bracket for two AAD20 ýxtures 
AD20PB2C Pole mount bracket with top cover for two AAD20 ýxtures 
AD20PB3 Pole mount bracket for three AAD20 ýxtures 
AD20PB3C Pole mount bracket with top cover for three AAD20 ýxtures 
AD20PB4 Pole mount bracket for four AAD20 ýxtures 
AD20PB4C Pole mount bracket with top cover for four AAD20 ýxtures 

Catalog # Wattage Voltage Lamp Ballast
AAD20FH35R120 35 120 HPS R-NPF
AAD20FH50R120 50 120 HPS R-NPF
AAD20FH70R120 70 120 HPS R- NPF
AAD20FH100R120 100 120 HPS R- NPF
AAD20FH150R120 150 120 HPS R- NPF
AAD20FH50D 50 120/277 HPS HX-HPF
AAD20FH70Q 70 Quad HPS HX-HPF
AAD20FH100Q 100 Quad HPS HX-HPF
AAD20FH150Q 150 Quad HPS HX-HPF
AAD20FM50D 50 120/277 MH HX-HPF
AAD20FM70Q 70 Quad MH HX-HPF
AAD20FM100Q 100 Quad MH HX-HPF
AAD20FM150Q 150 Quad MH HX-HPF

AD20PB4
(shown mounted)

AD20PB4C
(shown mounted)

AD20PB3C
(shown mounted)

AD20PB2
(shown mounted)

AD20PB2C
(shown mounted)

AD20PB3
(shown mounted)

AD20PB1 
(shown mounted)



See page A86 for Poles, Tenons and Accessories

Small Adjustable Area/Wall Light - IES Type V Reþector

Catalog # Wattage Voltage Lamp Ballast
AAD205H35R120 35 120 HPS R-NPF
AAD205H50R120 50 120 HPS R-NPF
AAD205H70R120 70 120 HPS R- NPF
AAD205H100R120 100 120 HPS R- NPF
AAD205H150R120 150 120 HPS R- NPF
AAD205H50D 50 120/277 HPS HX-HPF
AAD205H70Q 70 Quad HPS HX-HPF
AAD205H100Q 100 Quad HPS HX-HPF
AAD205H150Q 150 Quad HPS HX-HPF
AAD205M50D 50 120/277 MH HX-HPF
AAD205M70Q 70 Quad MH HX-HPF
AAD205M100Q 100 Quad MH HX-HPF
AAD205M150Q 150 Quad MH HX-HPF
AAD205I40120 40 120 IND Electronic
AAD205I40277 40 277 IND Electronic

AAD205

Catalog # Description
AD20PB1 Pole mount bracket for single AAD20 ýxture 
AD20PB2 Pole mount bracket for two AAD20 ýxtures 
AD20PB2C Pole mount bracket with top cover for two AAD20 ýxtures 
AD20PB3 Pole mount bracket for three AAD20 ýxtures 
AD20PB3C Pole mount bracket with top cover for three AAD20 ýxtures 
AD20PB4 Pole mount bracket for four AAD20 ýxtures 
AD20PB4C Pole mount bracket with top cover for four AAD20 ýxtures 

AD20PB4
(shown mounted)

AD20PB4C
(shown mounted)

AD20PB3C
(shown mounted)

AD20PB2
(shown mounted)

AD20PB2C
(shown mounted)

AD20PB3
(shown mounted)

AD20PB1 
(shown mounted)

Note: All Pole mount brackets slip 2-3/8ò O.D. poles/tenons

0 1 2 2.25 3 3.75 4 5 6 7
5

4

3
2.75

2
1.75

1

0

1

2

3

 House
 Side
 Street
 Side

Distance In Units Of Mounting Height
Values Based On 10 Foot Mounting Height

.1
.2

.5
1

2
5

1/2 Maximum Candela Trace Shown As Dashed Curve
(+) = Maximum Candela Point

AAD205I40
Type I / Full Cutoff
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See page A86 for Poles, Tenons and Accessories

Large Adjustable Area/Wall Light - IES Type V Reþector

Catalog # Wattage Voltage Lamp Ballast
AAD405H100QMG 100 Quad HPS HX-HPF
AAD405H150QMG 150 Quad HPS HX-HPF
AAD405H250Q 250 Quad HPS CWA
AAD405H400Q 400 Quad HPS CWA
AAD405M100QMG 100 Quad MH HX-HPF
AAD405M150QMG 150 Quad MH HX-HPF
AAD405P250Q 250 Quad PS CWA
AAD405P320Q 320 Quad PS CWA
AAD405P400Q 400 Quad PS CWA

AAD405M400
Type III / Full Cutoff

AAD405

Catalog # Description
AD40PB1 Pole mount bracket for single AD40 ýxture 
AD40PB2 Pole mount bracket for two AD40 ýxtures 
AD40PB2C Pole mount bracket with top cover for two AD40 ýxtures 
AD40PB3 Pole mount bracket for three AD40 ýxtures 
AD40PB3C Pole mount bracket with top cover for three AD40 ýxtures 
AD40PB4 Pole mount bracket for four AD40 ýxtures 
AD40PB4C Pole mount bracket with top cover for four AD40 ýxtures 

AD40PB4
(shown mounted)

AD40PB4C
(shown mounted)

AD40PB3C
(shown mounted)

AD40PB2
(shown mounted)

AD40PB2C
(shown mounted)

AD40PB3
(shown mounted)

AD40PB1
(shown mounted)





Large Adjustable Area/Wall Light - Wide Angle Reþector
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See page A86 for Poles, Tenons and Accessories

AAD40W AAD40WP400
Type II / Full Cutoff

Catalog # Wattage Voltage Lamp Ballast
AAD40WH100QMG 100 Quad HPS HX-HPF
AAD40WH150QMG 150 Quad HPS HX-HPF
AAD40WH250Q 250 Quad HPS CWA
AAD40WH400Q 400 Quad HPS CWA
AAD40WM100QMG 100 Quad MH HX-HPF
AAD40WM150QMG 150 Quad MH HX-HPF
AAD40WP250Q 250 Quad PS CWA
AAD40WP320Q 320 Quad PS CWA
AAD40WP400Q 400 Quad PS CWA
AAD40WI80120 80 120 IND Electronic
AAD40WI80277 80 277 IND Electronic

Catalog # Description
AD40PB1 Pole mount bracket for single AAD40 ýxture 
AD40PB2 Pole mount bracket for two AAD40 ýxtures 
AD40PB2C Pole mount bracket with top cover for two AAD40 ýxtures 
AD40PB3 Pole mount bracket for three AAD40 ýxtures 
AD40PB3C Pole mount bracket with top cover for three AAD40 ýxtures 
AD40PB4 Pole mount bracket for four AAD40 ýxtures 
AD40PB4C Pole mount bracket with top cover for four AAD40 ýxtures 

AD40PB4
(shown mounted)

AD40PB4C
(shown mounted)

AD40PB3C
(shown mounted)

AD40PB2
(shown mounted)

AD40PB2C
(shown mounted)

AD40PB3
(shown mounted)

AD40PB1
(shown mounted)
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

Small Area/Flood Light - Full-Cutoff Reþector

AAL50CM175
Type I / Full Cutoff

AAL50C

Catalog # Description
FL50GS Glare shield, aluminum, black powdercoat ýnish
FL50LG Clear polycarbonate vandal resistant guard
FL50WG Wire guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2FL50WGFL50LGFL50GS

Catalog # Wattage Voltage Lamp Ballast
AAL50CH35R120** 35 120 HPS R-NPF
AAL50CH50R120** 50 120 HPS R-NPF
AAL50CH70R120** 70 120 HPS R-NPF
AAL50CH100R120** 100 120 HPS R-NPF
AAL50CH150R120** 150 120 HPS R-NPF
AAL50CH50D** 50 120/277 HPS HX-HPF
AAL50CH70Q** 70 Quad HPS HX-HPF
AAL50CH100Q** 100 Quad HPS HX-HPF
AAL50CH150Q** 150 Quad HPS HX-HPF
AAL50CM50D** 50 120/277 MH HX-HPF
AAL50CM70Q** 70 Quad MH HX-HPF
AAL50CM100Q** 100 Quad MH HX-HPF
AAL50CM150Q* 150 Quad MH HX-HPF

(shown with BR)
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

PC1 / PC2FL50WGFL50LGFL50GS

Small Area/Flood Light - IES Type V Reþector

AFL505M175AFL505

Catalog # Description
FL50GS Glare shield, aluminum, black powdercoat ýnish
FL50LG Clear polycarbonate vandal resistant guard
FL50WG Wire guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

Catalog # Wattage Voltage Lamp Ballast
AFL505H35R120** 35 120 HPS R-NPF
AFL505H50R120** 50 120 HPS R-NPF
AFL505H70R120** 70 120 HPS R-NPF
AFL505H100R120** 100 120 HPS R-NPF
AFL505H150R120** 150 120 HPS R-NPF
AFL505H50D** 50 120/277 HPS HX-HPF
AFL505H70Q** 70 Quad HPS HX-HPF
AFL505H100Q** 100 Quad HPS HX-HPF
AFL505H150Q** 150 Quad HPS HX-HPF
AFL505M50L** 50 120/277 MH HX-HPF
AFL505M70Q** 70 Quad MH HX-HPF
AFL505M100Q** 100 Quad MH HX-HPF
AFL505M150Q** 150 Quad MH HX-HPF
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

PC1 / PC2FL50WGFL50LGFL50GS

Small Area/Flood Light - Forward Throw Reþector

AFL50F AFL50FM175
Type III / Full Cutoff

Catalog # Description
FL50GS Glare shield, aluminum, black powdercoat ýnish
FL50LG Clear polycarbonate vandal resistant guard
FL50WG Wire guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

Catalog # Wattage Voltage Lamp Ballast
AFL50FH35R120** 35 120 HPS R-NPF
AFL50FH50R120** 50 120 HPS R-NPF
AFL50FH70R120** 70 120 HPS R-NPF
AFL50FH100R120** 100 120 HPS R-NPF
AFL50FH150R120** 150 120 HPS R-NPF
AFL50FH50D** 50 120/277 HPS HX-HPF
AFL50FH70Q** 70 Quad HPS HX-HPF
AFL50FH100Q** 100 Quad HPS HX-HPF
AFL50FH150Q** 150 Quad HPS HX-HPF
AFL50FM50D** 50 120/277 MH HX-HPF
AFL50FM70Q** 70 Quad MH HX-HPF
AFL50FM100Q** 100 Quad MH HX-HPF
AFL50FM150Q** 150 Quad MH HX-HPF



PC1 / PC2FL50WGFL50LGFL50GS

Small Area/Flood Light - Wide Angle Reþector
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AFL50W AFL50WM70
Type II /Full Cutoff

**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

Catalog # Wattage Voltage Lamp Ballast
AFL50WH35R120** 35 120 HPS R-NPF
AFL50WH50R120** 50 120 HPS R-NPF
AFL50WH70R120** 70 120 HPS R-NPF
AFL50WH100R120** 100 120 HPS R-NPF
AFL50WH150R120** 150 120 HPS R-NPF
AFL50WH50D** 50 120/277 HPS HX-HPF
AFL50WH70Q** 70 Quad HPS HX-HPF
AFL50WH100Q** 100 Quad HPS HX-HPF
AFL50WH150Q** 150 Quad HPS HX-HPF
AFL50WM50D** 50 120/277 MH HX-HPF
AFL50WM70Q** 70 Quad MH HX-HPF
AFL50WM100Q** 100 Quad MH HX-HPF
AFL50WI40120 40 120 IND Electronic
AFL50WI40277 40 277 IND Electronic

Catalog # Description
FL50GS Glare shield, aluminum, black powdercoat ýnish
FL50LG Clear polycarbonate vandal resistant guard
FL50WG Wire guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

FL73WG
(shown mounted)

PC1 / PC2

FL70BF
(shown mounted)

AL73GS
(shown mounted)

FL73LG

Catalog # Description
FL70BF Bafþe, aluminum with black powdercoat ýnish
AL73GS Glare Shield, aluminum, black powdercoat ýnish
FL73LG Clear polycarbonate vandal resistant guard
FL73WG Wire Guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

AFL70F AFL70FM400
Type III / Cutoff

Catalog # Wattage Voltage Lamp Ballast
AFL70FH100QMG** 100 Quad HPS HX-HPF
AFL70FH150QMG** 150 Quad HPS HX-HPF
AFL70FH250Q** 250 Quad HPS CWA
AFL70FH400Q** 400 Quad HPS CWA
AFL70FM100QMG** 100 Quad MH HX-HPF
AFL70FM150QMG** 150 Quad MH HX-HPF
AFL70FP250Q** 250 Quad PS CWA
AFL70FP320Q** 320 Quad PS CWA
AFL70FP400Q** 400 Quad PS CWA

Medium Area/Flood Light - Forward Throw Reþector

(shown with arm)
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

FL73WG
(shown mounted)

PC1 / PC2

AL73BF
(shown mounted)

AL73GS
(shown mounted)

FL73LG

Catalog # Description
AL73BF Bafþe, aluminum with black powdercoat ýnish
AL73GS Glare Shield, aluminum, black powdercoat ýnish
FL73LG Clear polycarbonate vandal resistant guard
FL73WG Wire Guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

Medium Area/Flood Light - Cutoff Reþector

AAL70CM400
Type III / Cutoff

AAL70C

Catalog # Wattage Voltage Lamp Ballast
AAL70CH100QMG** 100 Quad HPS HX-HPF
AAL70CH150QMG** 150 Quad HPS HX-HPF
AAL70CH250Q** 250 Quad HPS CWA
AAL70CH400Q** 400 Quad HPS CWA
AAL70CM100QMG** 100 Quad MH HX-HPF
AAL70CM150QMG** 150 Quad MH HX-HPF
AAL70CP250Q** 250 Quad PS CWA
AAL70CP320Q** 320 Quad PS CWA
AAL70CP400Q÷** 400 Quad PS CWA

(shown with SF)

÷Accepts reduced envelope (ED28) lamp
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

AFL70W AFL70WM400

Catalog # Wattage Voltage Lamp Ballast
AFL70WH100QMG** 100 Quad HPS HX-HPF
AFL70WH150QMG** 150 Quad HPS HX-HPF
AFL70WH250Q** 250 Quad HPS CWA
AFL70WH400Q** 400 Quad HPS CWA
AFL70WM100QMG** 100 Quad MH HX-HPF
AFL70WM150QMG** 150 Quad MH HX-HPF
AFL70WP250Q** 250 Quad PS CWA
AFL70WP320Q** 320 Quad PS CWA
AFL70WP400Q** 400 Quad PS CWA

Medium Area/Flood Light - Wide Angle Reþector

FL73WG
(shown mounted)

PC1 / PC2

AL70BF
(shown mounted)

AL73GS
(shown mounted)

FL73LG

Catalog # Description
AL70BF Bafþe, aluminum with black powdercoat ýnish
AL73GS Glare Shield, aluminum, black powdercoat ýnish
FL73LG Clear polycarbonate vandal resistant guard
FL73WG Wire Guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

AAL73I80
Type II / Full Cutoff

Catalog # Wattage Voltage Lamp Ballast
AAL73H100QMG** 100 Quad HPS HX-HPF
AAL73H150QMG** 150 Quad HPS CWA
AAL73H250Q** 250 Quad HPS CWA
AAL73H400Q** 400 Quad HPS CWA
AAL73M100QMG** 100 Quad MH HX-HFP
AAL73M150QMG** 150 Quad MH HX-HPF
AAL73P250Q** 250 Quad PS CWA
AAL73P320Q** 320 Quad PS CWA
AAL73P400Q** 400 Quad PS CWA
AAL73I80120 80 120 IND Electronic
AAL73I80277 80 277 IND Electronic

AAL73

FL73WG
(shown mounted)

PC1 / PC2

AL73BF
(shown mounted)

AL73GS
(shown mounted)

FL73LG

Catalog # Description
AL73BF Bafþe, aluminum with black powdercoat ýnish
AL73GS Glare Shield, aluminum, black powdercoat ýnish
FL73LG Clear polycarbonate vandal resistant guard
FL73WG Wire Guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

Medium Area Light
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AFL705I80
Type II / Full Cutoff

AFL705

Medium Area/Flood Light - IES Type V Reþector

PC1 / PC2

FL70BF
(shown mounted)

AL73GS
(shown mounted)

FL73WG
(shown mounted)

FL73LG

Catalog # Description
FL70BF Bafþe, aluminum with black powdercoat ýnish
AL73GS Glare Shield, aluminum, black powdercoat ýnish
FL73LG Clear polycarbonate vandal resistant guard
FL73WG Wire Guard, stainless steel construction
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

(shown with SF)

**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

Catalog # Wattage Voltage Lamp Ballast
AFL705H100QMG** 100 Quad HPS HX-HPF
AFL705H150QMG** 150 Quad HPS HX-HPF
AFL705H250Q** 250 Quad HPS CWA
AFL705H400Q** 400 Quad HPS CWA
AFL705M100QMG** 100 Quad MH HX-HPF
AFL705M150QMG** 150 Quad MH HX-HPF
AFL705P250Q** 250 Quad PS CWA
AFL705P320Q** 320 Quad PS CWA
AFL705P400Q** 400 Quad PS CWA
AFL705I80120 80 120 IND Electronic
AFL705I80277 80 277 IND Electronic
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BU  ating  B5 U2 5 **Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

Large Area/Flood Light - Wide Angle Reþector

AFL90WM1000AFL90W

Catalog # Wattage Voltage Lamp Ballast
AFL90WH400Q** 400 Quad HPS CWA
AFL90WH1000Q** 1000 Quad HPS CWA
AFL90WH1000480** 1000 480 HPS CWA
AFL90WP400Q** 400 Quad PS CWA
AFL90WP750Q** 750 Quad PS CWA
AFL90WP1000Q** 1000 Quad PS CWA
AFL90WI150120** 150 120 IND Electronic
AFL90WI150277** 150 277 IND Electronic
AFL90WI200120** 200 120 IND Electronic
AFL90WI200277** 200 277 IND Electronic 

Catalog # Description
CPSC 3ô steel cable with clear vinyl coating, steel eye and loop ends
FL90BF Bafþe, aluminum with black powdercoat ýnish
FL90GS Glare shield, aluminum, black powdercoat ýnish 
FL90LG Clear polycarbonate vandal resistant guard
FL90WG Wire guard, stainless steel construction

FL90Y Yoke, stamped heavy-duty steel, textured bronze ýnish
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

FL90WG
(shown mounted)

FL90YFL90LG PC1 / PC2

FL90BF
(shown mounted)

FL90GS 
(shown mounted)

CPSC
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

AAL90C AAL90CM1000
Type III / Full Cutoff

Catalog # Wattage Voltage Lamp Ballast
AAL90CH400Q** 400 Quad HPS CWA
AAL90CH1000Q÷** 1000 Quad HPS CWA
AAL90CH1000480÷** 1000 480 HPS CWA
AAL90CP400Q** 400 Quad PS CWA
AAL90CP750Q÷** 750 Quad PS CWA
AAL90CP1000Q÷** 1000 Quad PS CWA
ö Accepts reduced envelope (BT37) lamp

Large Area/Flood Light - Full-Cutoff Reþector

Catalog # Description
AL90BF Bafþe, aluminum with black powdercoat ýnish
CPSC 3ô steel cable with clear vinyl coating, steel eye and loop ends
FL90GS Glare shield, aluminum, black powdercoat ýnish 
FL90LG Clear polycarbonate vandal resistant guard
FL90WG Wire guard, stainless steel construction

FL90Y Yoke, stamped heavy-duty steel, textured bronze ýnish
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

FL90WG
(shown mounted)

FL90YFL90LG

CPSC

PC1 / PC2

FL90GSAL90BF
(shown mounted)
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**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

Large Area/Flood Light - Forward Throw Reþector

AFL90FM1000
Type IV / Full Cutoff

AFL90F

Catalog # Wattage Voltage Lamp Ballast
AFL90FH400Q** 400 Quad HPS CWA
AFL90FH1000Q** 1000 Quad HPS CWA
AFL90FH1000480** 1000 480 HPS CWA
AFL90FP400Q** 400 Quad PS CWA
AFL90FP750Q** 750 Quad PS CWA
AFL90FP1000Q** 1000 Quad PS CWA

Catalog # Description
CPSC 3ô steel cable with clear vinyl coating, steel eye and loop ends
FL90BF Bafþe, aluminum with black powdercoat ýnish
FL90GS Glare shield, aluminum, black powdercoat ýnish 
FL90LG Clear polycarbonate vandal resistant guard
FL90WG Wire guard, stainless steel construction

FL90Y Yoke, stamped heavy-duty steel, textured bronze ýnish
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

FL90WG
(shown mounted)

FL90YFL90LG PC1 / PC2

FL90BF
(shown mounted)

FL90GS 
(shown mounted)

CPSC

(shown with BR)



Horizontal Angles
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Vertical
Angles

2938.3

14691.5

Maximum Candela = 29383   
Located At Horizontal Angle = 0, Vertical Angle = 25
50% Maximum Candela = 14691.5
10% Maximum Candela = 2938.3

0                 30               60              90

**Specify Mounting: BR = Bracket mount, SF = 2-3ú8ó Slip þtter mount, 
ARM = 6ó Arm mount (add sufþx òRó for round poles, òSó for Square) 

See page A86 for Poles, Tenons and Accessories

BR SF ARM

AFL905 AFL905M1000

Catalog # Wattage Voltage Lamp Ballast
AFL905H400Q** 400 Quad HPS CWA
AFL905H1000Q** 1000 Quad HPS CWA
AFL905H1000480** 1000 480 HPS CWA
AFL905P400Q** 400 Quad PS CWA
AFL905P750Q** 750 Quad PS CWA
AFL905P1000Q** 1000 Quad PS CWA
AFL905I200120 200 120 IND Electronic
AFL905I200277 200 277 IND Electronic 

Catalog # Description
CPSC 3ô steel cable with clear vinyl coating, steel eye and loop ends
FL90BF Bafþe, aluminum with black powdercoat ýnish
FL90GS Glare shield, aluminum, black powdercoat ýnish 
FL90LG Clear polycarbonate vandal resistant guard
FL90WG Wire guard, stainless steel construction

FL90Y Yoke, stamped heavy-duty steel, textured bronze ýnish
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

FL90WG
(shown mounted)

FL90YFL90LG
PC1 / PC2

FL90BF
(shown mounted)

FL90GS 
(shown mounted)

CPSC

Large Area/Flood Light - IES Type V Reþector



Sports Light

Catalog # Wattage Voltage Lamp Ballast
ASP50H400Q** 400 Quad HPS CWA
ASP50H1000Q** 1000 Quad HPS CWA
ASP50M1000** 1000 120/277 MH CWA
ASP50M1500** 1500 120/277 MH CWA
ASP50P400Q** 400 Quad PS CWA
ASP50P750Q** 750 Quad PS CWA
ASP50P1000Q** 1000 Quad PS CWA
** Specify reþector (See page A86):  AR19=Standard (19ě)  or  
AR2=Type 2, AR3=Type 3, AR45=Type 4/5, AR6= Type 6

ASP50

Catalog # Description
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
SP50AR19GS Glare Shield for 19ě reþector, includes mounting hardware
SP50AR19LB Internal lamp brace for 19ě reþector  (for high wind applications) 
SP50HY Handle Yoke, includes ñno tools neededò aiming adjustment
SP50PT Pole Top Mount, includes hardware  (slips 2-3ù8ò OD poles/tenons)

PC1 / PC2 SP50PTSP50HY
(shown mounted)

SP50AR19LB
(shown mounted)

SP50AR19GS

(shown with SP50PT)
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Maximum Candela = 858825   
Located At Horizontal Angle = 0, Vertical Angle = 0
50% Maximum Candela = 429412.5
10% Maximum Candela = 85882.5
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Maximum Candela = 1964512.5
Located At Horizontal Angle = 0, Vertical Angle = 0
50% Maximum Candela = 982256.25
10% Maximum Candela = 196451.25
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Maximum Candela = 124061   
Located At Horizontal Angle =-5, Vertical Angle =-9
50% Maximum Candela = 62030.5
10% Maximum Candela = 12406.1

 0                 20               40               60

Sports Light Reþectors

ASP50AR2M1500 ASP50AR3M1500 ASP50AR45M1500

Horizontal Angles 
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12076.4
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72458.41

84534.8
96611.2

Maximum Candela = 120764   
Located At Horizontal Angle = 0, Vertical Angle = 0
50% Maximum Candela = 60382
10% Maximum Candela = 12076.4

 0                20                40               60

ASP50AR45M1500

Horizontal  Angles
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Angle s
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8557.7
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42788.5
51346.2
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68461.6

Maximum Candela = 85577   
Located At Horizontal Angle = 0, Vertical Angle = 0
50% Maximum Candela = 42788.5
10% Maximum Candela = 8557.7
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ASP50AR6M1500
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ASP50AR19MH1500

Catalog # Description
AR19 Standard 19ě reþector, spun anodized aluminum  with clamp band
AR2 IES Type 2 aluminum reþector with hinged clamp band 
AR3 IES Type 3 aluminum reþector with hinged clamp band
AR45 IES Type 4-5 reþector with hinged clamp band
AR6 IES Type 6 reþector with hinged clamp band

AR19 AR2
(shown mounted)

AR6AR45AR3



APF10M100/HPA514
Type V / Semi Cutoff

IES Viewer v2.99n 
A. Legotin (C) 200

0

200

400

600

800

1 000

1 200

1 400

1 600

Type CLamp=7 800 lm
Max=1 689 cd
Power=100 W
Multiplier=7.8
Degrees=0

 1.25x0x1.5 feet

LL14, PLL14

8ò Acorn Pole Top Fitter

Catalog # Wattage Voltage Lamp Ballast
APF10H70R120MD 70 120 HPS R-NPF
APF10H100R120MD 100 120 HPS R-NPF
APF10H150RMD 150 120 HPS R-NPF
APF10H50DMD 50 120/277 HPS HX-HPF
APF10H70QMD 70 Quad HPS HX-HPF
APF10H100QMD 100 Quad HPS HX-HPF
APF10H150QMD 150 Quad HPS HX-HPF
APF10M70QMD 70 Quad MH HX-HPF
APF10M100QMD 100 Quad MH HX-HPF
APF10MP175QMG 175 Quad PS CWA

APF10

Catalog # Description
GLR63 Type III clear prismatic borosilicate glass refractor   (for use with SPC)
GLR65 Type V clear prismatic borosilicate glass refractor   (for use with SPC)
HPA314 14 x 19ò Type III High Performance Acrylic Acorn
HPA514 14 x 19ò Type V High Performance Acrylic Acorn
LL14 13-5ù8 x 4-3ù4ò Light Lid (for use with HPA) - minimizes uplight
PLL14 13-5ù8 x 4-3ù4ò Perforated Light Lid (for use with HPA) - allows uplight glow 
SPC14 14 x 21ò Stippled Polycarbonate Acorn with 8ò neck
UCO Umbrella Cutoff (for use with SPC) - redirects uplight

GLR63, GLR65HPA314 / HPA514
(shown mounted on APF10)

SPC14
(shown mounted on APF10)

UCO
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Dome Bollard - IES Type III or Type V Refractor

Catalog # Wattage Voltage Lamp Ballast
Type III Refractor Models:
ABOG3H70R120** 70 120 HPS R-NPF
ABOG3H100R120** 100 120 HPS R-NPF
ABOG3H70Q** 70 Quad HPS HX-HPF
ABOG3H100Q** 100 Quad HPS HX-HPF
ABOG3M70Q** 70 Quad MH HX-HPF
ABOG3M100Q** 100 Quad MH HX-HPF
ABOG3F42E** 1 x 42 120-277 CF Electronic
ABOG3F57E** 1 x 57 120-277 CF Electronic
ABOG3L1X7HQ** 1 x 7.5 120-277 LED Electronic
ABOG3L2X7HQ** 2 x 7.5 120-277 LED Electronic
ABOG3L1X15Q** 1 x 15 120-277 LED Electronic
ABOG3L2X15Q** 2 x 15 120-277 LED Electronic
Type V Refractor Models: 
ABOG5H70R120** 70 120 HPS R-NPF
ABOG5H100R120** 100 120 HPS R-NPF
ABOG5H70Q** 70 Quad HPS HX-HPF
ABOG5H100Q** 100 Quad HPS HX-HPF
ABOG5M70Q** 70 Quad MH HX-HPF
ABOG5M100Q** 100 Quad MH HX-HPF
ABOG5F42E** 1 x 42 120-277 CF Electronic
ABOG5F57E** 1 x 57 120-277 CF Electronic
ABOG5L1X7HQ** 1 x 7.5 120-277 LED Electronic
ABOG5L2X7HQ** 2 x 7.5 120-277 LED Electronic
ABOG5L1X15Q** 1 x 15 120-277 LED Electronic
ABOG5L2X15Q** 2 x 15 120-277 LED Electronic
**Specify color:  W=White, B=Black, Z=Bronze

ABOG3M100

ABOG3/ABOG5

ABOG5M100



Dome Bollard - Adjustable Reþector

Catalog # Wattage Voltage Lamp Ballast
ABORH70R120** 70 120 HPS R-NPF
ABORH100R120** 100 120 HPS R-NPF
ABORH70Q** 70 Quad HPS HX-HPF
ABORH100Q** 100 Quad HPS HX-HPF
ABORM70Q** 70 Quad MH HX-HPF
ABORM100Q** 100 Quad MH HX-HPF
ABORF42E** 1 x 42 120-277 CF Electronic
ABORF57E** 1 x 57 120-277 CF Electronic
ABORL1X7HQ** 1 x 7.5 120-277 LED Electronic
ABORL2X7HQ** 2 x 7.5 120-277 LED Electronic
ABORL1X15Q** 1 x 15 120-277 LED Electronic
ABORL2X15Q** 2 x 15 120-277 LED Electronic
**Specify color:  W=White, B=Black, Z=Bronze

ABOR
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ABORM100
Type III/ Cutoff
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ABORM100
Type IV/ Non-Cutoff



5

4

3
2.75

2
1.75

1

0

1

2

3

 House
 Side
 Street
 Side

Distance In Units Of Mounting Height
Values Based On 10 Foot Mounting Height

.1

.2

.5
1

1/2 Maximum Candela Trace Shown As Dashed Curve
(+) = Maximum Candela Point

0            1             2  2.25   3   3.75   4            5            6             7

Dome Bollard - Louvered

Catalog # Wattage Voltage Lamp Ballast
ABOLH70R120** 70 120 HPS R-NPF
ABOLH100R120** 100 120 HPS R-NPF
ABOLH70Q** 70 Quad HPS HX-HPF
ABOLH100Q** 100 Quad HPS HX-HPF
ABOLM70Q** 70 Quad MH HX-HPF
ABOLM100Q** 100 Quad MH HX-HPF
ABOLF42E** 1 x 42 120-277 CF Electronic
ABOLF57E** 1 x 57 120-277 CF Electronic
ABOLL1X7HQ** 1 x 7.5 120-277 LED Electronic
ABOLL2X7HQ** 2 x 7.5 120-277 LED Electronic
ABOLL1X15Q** 1 x 15 120-277 LED Electronic
ABOLL2X15Q** 2 x 15 120-277 LED Electronic
**Specify color:  W=White, B=Black, Z=Bronze

ABOLM100ABOL
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ABOFRM100
Type IV / Non-Cutoff

Flat Top Bollard - Adjustable Reþector

Catalog # Wattage Voltage Lamp Ballast
ABOFRH70R120** 70 120 HPS R-NPF
ABOFRH100R120** 100 120 HPS R-NPF
ABOFRH70Q** 70 Quad HPS HX-HPF
ABOFRH100Q** 100 Quad HPS HX-HPF
ABOFRM70Q** 70 Quad MH HX-HPF
ABOFRM100Q** 100 Quad MH HX-HPF
ABOFRF42E** 1 x 42 120-277 CF Electronic
ABOFRF57E** 1 x 57 120-277 CF Electronic
ABOFRL1X7HQ** 1 x 7.5 120-277 LED Electronic
ABOFRL2X7HQ** 2 x 7.5 120-277 LED Electronic
ABOFRL1X15Q** 1 x 15 120-277 LED Electronic
ABOFRL2X15Q** 2 x 15 120-277 LED Electronic
**Specify color:  W=White, B=Black, Z=Bronze

ABOFR
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ABOFRM100
Type III / Cutoff
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Flat Top Bollard - Louvered

Catalog # Wattage Voltage Lamp Ballast
ABOFLH70R120** 70 120 HPS R-NPF
ABOFLH100R120** 100 120 HPS R-NPF
ABOFLH70Q** 70 Quad HPS HX-HPF
ABOFLH100Q** 100 Quad HPS HX-HPF
ABOFLM70Q** 70 Quad MH HX-HPF
ABOFLM100Q** 100 Quad MH HX-HPF
ABOFLF42E** 1 x 42 120-277 CF Electronic
ABOFLF57E** 1 x 57 120-277 CF Electronic
ABOFLL1X7HQ** 1 x 7.5 120-277 LED Electronic
ABOFLL2X7HQ** 2 x 7.5 120-277 LED Electronic
ABOFLL1X15Q** 1 x 15 120-277 LED Electronic
ABOFLL2X15Q** 2 x 15 120-277 LED Electronic
**Specify color:  W=White, B=Black, Z=Bronze

ABOFLM100ABOFL





APSS4

4ò x 4ò Square Straight Steel Pole

Catalog # Shape Material Size Length Gauge Weight
APSS42011Z Square Steel 4ě 20Ë 11ě 146 lbs
APSS4257Z Square Steel 4ě 25 7ě 256 lbs

Catalog # Description
BHRT120 61ò, 120ę Triple Round Bullhorn Tenon, Slips 2-3/8ě Tenon
PRSD180BHZ 180ę Double Round Bullhorn Tenon, Slips 2-3/8ě Tenon
PRSQ180BHZ 61ò, 120ę Triple Round Bullhorn Tenon, Slips 2-3/8ě Tenon
PRSTR180BHZ 61ò, 120ę Triple Round Bullhorn Tenon, Slips 2-3/8ě Tenon
PRSWMB90Z Wall Mount 90ę Bracket
PRSWMBZ Wall Mount Bracket
PSS4Q90HTZ 4ě 90ę Quad Square Horizontal Tenon
PSS4SVTZ 4ě x 2-3ù8ò Single Square Vertical Tenon (included)
PSS4T180HTZ 4ě 180ę Twin Square Horizontal Tenon
PSS4T90HTZ 4ě 90ę Twin Square Horizontal Tenon 2-3/8ě
PSS4TR90HTZ 4ě 90ę Triple Square Horizontal Tenon
PSSCVRZ Base Cover (included)

BHRT120

PRSWMBZ PRSWMB90Z

PRSD180BHZ PRSTR180BHZ PRSQ180BHZPSS4T90HTZ

PSS4T180HTZ PSS4TR90HTZ PSS4Q90HTZPSS4SVTZ
(included)

Windload Specs at 100 MPH
                  
Catalog #

Max
EPA

Max
Fixture Wt

APSS42011Z 5.7 275 lbs
APSS4257Z 5.2 293 lbs

PSSCVRZ
(included)









Instead of
Probe Start 

Use Pulse-Start
Metal Halide

Energy Savings Lumen Output Lamp Life

175 Watt 150 Watt 15% 122% 150%
250 Watt 175 Watt 30% 85% 150%
250 Watt 250 Watt 0% 120% 150%
400 Watt 320 Watt 20% 80% 120%
400 Watt 400 Watt 0% 118% 120%

Instead of 
Probe Start

Use F54T5HO
Fluorescent

Energy Savings Lumen Output Lamp Life

250 Watt 4x54 Watt 15% 88% 200%
400 Watt 6x54 Watt  18% 75% 125%



Instead of
Halogen Par 

Use Compact
Fluorescent

Energy Savings Lumen Output Lamp Life

50 Watt 13 Watt 68% 169% 400%
75 Watt 13 Watt 79% 90% 400%
75 Watt 18 Watt 72% 125% 400%
90 Watt 18 Watt 77% 110% 600%
120 Watt 26 Watt 74% 97% 640%

Instead of 
Incandescent

Use Compact 
Fluorescent

Energy Savings Lumen Output Lamp Life

60 Watt 13 Watt 73% 100% 1200%
75 Watt 13 Watt 79% 74% 1600%
75 Watt 18 Watt 72% 102% 1600%
100 Watt 26 Watt 69% 112% 1600%
150 Watt 32 Watt 75% 89% 2133%
150 Watt 42 Watt 69% 118% 2133%
200 Watt 42 Watt 77% 84% 2133%
200 Watt 57 Watt 69% 113% 2133%



Instead of Use LED Energy Savings Lumen Output Lamp Life
75 Watt Incand 15 Watt 80% 95% 8000%
100 Watt Incand 22.5 Watt 77.5% 88% 10600%
200 Watt Incand 75 Watt 25% 206% 10600%
70 Watt MH Par 75 Watt 0% 95% 640%



Instead of Use Induction Energy Savings Lumen Output Lamp Life
150 Watt Incand 40 Watt 67% 102% 13300%
300 Watt Incand 80 Watt 67% 109% 13300%
100 Watt MH Par 80 Watt 20% 118% 800%
150 Watt MH Par 120 Watt 20% 105% 666%
175 Watt PSMH 150 Watt 15% 94% 870%
250 Watt PSMH 200 Watt 20% 90% 833%







AA AE AFL905..............A75
AAD205.............A59 AEL10.................A101 AFL90F..............A74
AAD20F..............A58 AEL15.................A101 AFL90W.............A72

AAD405.............A60 AEL50.................A102 AH
AAD40C.............A61 AEL60.................A102 AHB11..........A107,108
AAD40W............A62 AEP10................A53 AHB51.............A108

AAL50C.............A63 AF AHBRC22...........A104
AAL70C.............A68 AFL10................A52 AL
AAL73................A70 AFL31................A50 ALA.. . . . . . . . . . . . .A105
AAL90C.............A73 AFL32................A51 ALB.. . . . . . . . . . . . .A105
AB AFL45................A42 ALB20..............A106
AB1GR .................A13 AFL46................A43 ALC.. . . . . . . . . . . . .A105
AB1OF..................A13 AFL50................A47 ALF.....................A54
AB1HC..................A13 AFL505..............A64 ALL121.................A85
AB1VC..................A13 AFL50F..............A65 ALL123.................A85
AB2OF..................A14 AFL50W.............A66 ALL131.................A85
AB2HC..................A14 AFL61................A44 ALL133.................A85
AB2GR..................A14 AFL62................A45 AP
ABOFL...............A84 AFL65................A46 APF10................A78
ABOFR..............A83 AFL70................A48 APF50................A79
ABOG..............A80 AFL705..............A71 APSS4...............A86
ABOL.................A82 AFL70F..............A67 AS
ABOR.................A81 AFL70W.............A69 ASL....................A55

AFL90................A49 ASP50..........A76,77



AT AVP63...................A99 AWP34.................A4
ATN51................A56 AVW23R1..........A96 AWP35.................A5
AV AVW23R1F........A97 AWP36.................A6
AVB23R1...........A96 AVW33R1..........A96 AWPA15.............A26
AVB23R1F.........A97 AVW33R1F........A97 AWPA25.............A27
AVB33R1...........A96 AVW43...............A98 AWPB40. . . . . . . . .A28
AVB33R1F.............A97 AVW53................A100 AWPC10............A10
AVB43...................A98 AVW63................A99 AWPC15..............A7
AVB53.................A100 AW AWPC20..............A8
AVB63...................A99 AWCD................A12 AWPC25..............A9
AVN10...............A90 AWCS................A11 AWPC35..............A2
AVN20................A91 AWH15..............A33 AWPC36..............A3
AVN30............A92,93 AWH20..............A34 AWPR22GR.......A18
AVN40..........A94,95 AWH25..............A35 AWPR22HC.......A19
AVN41.................A95 AWP10...............A36 AWPR22OF.......A20
AVNGL30...........A88 AWP12...............A37 AWPR40GR.......A17

AVNGL40...........A89 AWP13...............A32 AWPR40HC.......A16
AVP23R1...........A96 AWP14...............A31 AWPR40OF.......A15
AVP23R1F.........A97 AWP15...............A38 AWPS22GR.......A21
AVP33R1...........A96 AWP18C............A24 AWPS22HC.......A22
AVP33R1F.........A97 AWP18O............A25 AWPS22OF........A23
AVP43................A98 AWP20...............A39 AWPS30............A29
AVP53.................A100 AWP25...............A40 AWPS40............A30



Manufacturers of Quality Products Since 1967 
 

In consideration of the environment,  
this guide was printed with soy ink and in a  

reduced size to conserve paper.

#A-1002




