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AWPC35H35R120 35 120 HPS R-NPF
AWPC35H50R120 50 120 HPS R-NPF
AWPC35H70R120 70 120 HPS R-NPF
AWPC35H100R120 100 120 HPS R-NPF
AWPC35H150R120 150 120 HPS R-NPF
AWPC35H50D 50 120/277 HPS HX-HPF
AWPC35H70Q 70 Quad HPS HX-HPF
AWPC35H100Q 100 Quad HPS HX-HPF
AWPC35H150Q 150 Quad HPS HX-HPF
AWPC35M50D 50 120/277 MH HX-HPF
AWPC35M70Q 70 Quad MH HX-HPF
AWPC35M100Q 100 Quad MH HX-HPF
AWPC35M150Q 150 Quad MH HX-HPF
AWPC35F26E 1 x 26 120-277 CF Electronic
AWPC35F32E 1 x 32 120-277 CF Electronic
AWPC35F42E 1 x 42 120-277 CF Electronic

AWPC35M175AWPC35

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2BBE
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AWPC36*H35R120 35 120 HPS R-NPF
AWPC36*H50R120 50 120 HPS R-NPF
AWPC36*H70R120 70 120 HPS R-NPF
AWPC36*H100R120 100 120 HPS R-NPF
AWPC36*H150R120 150 120 HPS R-NPF
AWPC36*H50D 50 120/277 HPS HX-HPF
AWPC36*H70Q 70 Quad HPS HX-HPF
AWPC36*H100Q 100 Quad HPS HX-HPF
AWPC36*H150Q 150 Quad HPS HX-HPF
AWPC36*M50D 50 120/277 MH HX-HPF
AWPC36*M70Q 70 Quad MH HX-HPF
AWPC36*M100Q 100 Quad MH HX-HPF
AWPC36*M150Q 150 Quad MH HX-HPF
AWPC36WF26E 1 x 26 120-277 CF Electronic
AWPC36WF32E 1 x 32 120-277 CF Electronic
AWPC36WF42E 1 x 42 120-277 CF Electronic
AWPC36WF52E 2 x 26 120-277 CF Electronic
AWPC36WF64E 2 x 32 120-277 CF Electronic
AWPC36WF84E 2 x 42 120-277 CF Electronic
AWPC36FF26E 1 x 26 120-277 CF Electronic
AWPC36FF32E 1 x 32 120-277 CF Electronic
AWPC36FF42E 1 x 42 120-277 CF Electronic
*Specify F for Forward Throw Reþector

AWPC36

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)

BBE

AWPC36WF84E
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AWP34H50R120 50 120 HPS R-NPF
AWP34H70R120 70 120 HPS R-NPF
AWP34H50D 50 120/277 HPS HX-HPF
AWP34H70Q 70 Quad HPS HX-HPF
AWP34M50D 50 120/277 MH HX-HPF
AWP34M70Q 70 Quad MH HX-HPF
AWP34F26E 1 x 26 120-277 CF Electronic
AWP34F32E 1 x 32 120-277 CF Electronic
AWP34F42E 1 x 42 120-277 CF Electronic
AWP34F52E 2 x 26 120-277 CF Electronic
AWP34F64E 2 x 32 120-277 CF Electronic
AWP34F84E 2 x 42 120-277 CF Electronic

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2

AWP34M70 (Down Only)AWP34

AWP34M70 (Up/Down)
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AWP35H35R120** 35 120 HPS R-NPF
AWP35H50R120** 50 120 HPS R-NPF
AWP35H70R120** 70 120 HPS R-NPF
AWP35H100R120** 100 120 HPS R-NPF
AWP35H150R120** 150 120 HPS R-NPF
AWP35H70Q** 70 Quad HPS HX-HPF
AWP35H100Q** 100 Quad HPS HX-HPF
AWP35H150Q** 150 Quad HPS HX-HPF
AWP35M50D** 50 120/277 MH HX-HPF
AWP35M70Q** 70 Quad MH HX-HPF
AWP35M100Q** 100 Quad MH HX-HPF
AWP35M150Q** 150 Quad MH HX-HPF
AWP35F26E** 1 x 26 120-277 CF Electronic
AWP35F32E** 1 x 32 120-277 CF Electronic
AWP35F42E** 1 x 42 120-277 CF Electronic
AWP35L2X7HQ** 2 x 7.5 120-277 LED Electronic
AWP35L3X7HQ** 3 x 7.5 120-277 LED Electronic
AWP35L2X15Q** 2 x 15 120-277 LED Electronic
AWP35L3X15Q** 3 x 15 120-277 LED Electronic
**Specify Color:  W-White, B-Black, or Z-Bronze

AWP35 AWP35F42E
Type III / Full CutOff

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2BBE
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AWP36H35R120** 35 120 HPS R-NPF
AWP36H50R120** 50 120 HPS R-NPF
AWP36H70R120** 70 120 HPS R-NPF
AWP36H120R120** 100 120 HPS R-NPF
AWP36H150R120** 150 120 HPS R-NPF
AWP36H70Q** 70 Quad HPS HX-HPF
AWP36H100Q** 100 Quad HPS HX-HPF
AWP36H150Q** 150 Quad HPS HX-HPF
AWP36M50D** 50 120/277 MH HX-HPF
AWP36M70Q** 70 Quad MH HX-HPF
AWP36M100Q** 100 Quad MH HX-HPF
AWP36M150Q** 150 Quad MH HX-HPF
AWP36F52E** 2 x 26 120-277 CF Electronic
AWP36F64E** 2 x 32 120-277 CF Electronic
AWP36F84E** 2 x 42 120-277 CF Electronic
AWP36L2X7HQ** 2 x 7.5 120-277 LED Electronic
AWP36L3X7HQ** 3 x 7.5 120-277 LED Electronic
AWP36L4X7HQ** 4 x 7.5 120-277 LED Electronic
AWP36L5X7HQ** 5 x 7.5 120-277 LED Electronic
AWP36L3X15Q** 3 x 15 120-277 LED Electronic
**Specify color:  W-White, B-Black, Z-Bronze

AWP36WM70AWP36

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2BBE
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AWPC15 AWPC15F84E

AWPC15H35R120 35 120 HPS R-NPF
AWPC15H50R120 50 120 HPS R-NPF
AWPC15H70R120 70 120 HPS R-NPF
AWPC15H100R120 100 120 HPS R-NPF
AWPC15H150R120 150 120 HPS R-NPF
AWPC15H50D 50 120/277 HPS HX-HPF
AWPC15H70Q 70 Quad HPS HX-HPF
AWPC15H100Q 100 Quad HPS HX-HPF
AWPC15H150Q 150 Quad HPS HX-HPF
AWPC15M70Q 70 Quad MH HX-HPF
AWPC15M100Q 100 Quad MH HX-HPF
AWPC15M150Q 150 Quad MH HX-HPF
AWPC15F26E 1 x 26 120-277 CF Electronic
AWPC15F32E 1 x 32 120-277 CF Electronic
AWPC15F42E 1 x 42 120-277 CF Electronic
AWPC15F52E 2 x 26 120-277 CF Electronic
AWPC15F64E 2 x 32 120-277 CF Electronic
AWPC15F84E 2 x 42 120-277 CF Electronic
AWPC15L1X7HQ 1 x 7.5 120-277 LED Electronic
AWPC15L2X7HQ 2 x 7.5 120-277 LED Electronic
AWPC15L1X15Q 1 x 15 120-277 LED Electronic
AWPC15L2X15Q 2 x 15 120-277 LED Electronic

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
WPC15LG Clear polycarbonate vandal resistant guard
WPC15WG Wire guard, stainless steel construction
WPC15Y Adjustable yoke, allows 40Á vertical swivel (includes hardware)

PC1 / PC2 WPC15LG WPC15WG
(shown mounted)

WPC15Y
(shown mounted)

BBE
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Architectural Wall Mounts

LUMINAIRE CLASSIFICATION SYSTEM (LCS) GRAPH
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Large Shallow Cutoff Wall Pack
Die-cast aluminum housing and hinged front frame, İě coin plugs with O-rings for conduit 

and photocell, textured architectural bronze powdercoat ý nish over a chromate conversion coating
Aluminum reþ ector

Flat tempered clear glass lens
Porcelain 5KV pulse rated mogul base with nickel-plated screw shell

Cast-in template for mounting directly over a 4ě recessed outlet box, or 
use İě surface conduit

High Pressure Sodium:  100 to 250w
                Pulse-start / Metal Halide: 100 to 400w
                LED: 2 x 7.5w, 3 x 7.5w, 2 x 15w, 3 x 15w

CSA Listed for wet locations 

Catalog # Wattage Voltage Lamp Ballast
AWPC20H100QMG 100 Quad HPS HX-HPF
AWPC20H150QMG 150 Quad HPS HX-HPF
AWPC20H250Q 250 Quad HPS CWA
AWPC20M100QMG 100 Quad MH HX-HPF
AWPC20M150QMG 150 Quad MH HX-HPF
AWPC20P250Q 250 Quad PS CWA
AWPC20P320Q 320 Quad PS CWA
AWPC20P400Q 400 Quad PS CWA
AWPC20L2X7HQ 2 x 7.5 120-277 LED Electronic
AWPC20L3X7HQ 3 x 7.5 120-277 LED Electronic
AWPC20L2X15Q 2 x 15 120-277 LED Electronic
AWPC20L3X15Q 3 x 15 120-277 LED ElectronicAWPC20P250AWPC20

Items marked with      meet EISA regulations 
for 150-500 watt Metal Halide luminaires.

                                                                                                                    

Catalog # Description

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)
WPC25LG Clear polycarbonate vandal resistant guard
WPC25WG Wire guard, stainless steel construction

QRS WPC25LG WPC25WGPC1 / PC2
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AWPC25H100QMG 100 Quad HPS HX-HPF
AWPC25H150QMG 150 Quad HPS HX-HPF
AWPC25H250Q 250 Quad HPS CWA
AWPC25H400Q 400 Quad HPS CWA
AWPC25P250Q 250 Quad PS CWA
AWPC25P320Q 320 Quad PS CWA
AWPC25P400Q 400 Quad PS CWA

AWPC25 AWPC25P320
(Type III Full CutOff)

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)
WPC25LG Clear polycarbonate vandal resistant guard
WPC25WG Wire guard, stainless steel construction

QRS WPC25LG WPC25WGPC1 / PC2
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AWPC10M100AWPC10

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2

AWPC10H35R120 35 120 HPS R-NPF
AWPC10H50R120 50 120 HPS R-NPF
AWPC10H70R120 70 120 HPS R-NPF
AWPC10H100R120 100 120 HPS R-NPF
AWPC10H150R120 150 120 HPS R-NPF
AWPC10H50D 50 120/277 HPS HX-HPF
AWPC10H70Q 70 Quad HPS HX-HPF
AWPC10H100Q 100 Quad HPS HX-HPF
AWPC10M50D 50 120/277 MH HX-HPF
AWPC10M70Q 70 Quad MH HX-HPF
AWPC10M100Q 100 Quad MH HX-HPF
AWPC10F26E 1 x 26 120-277 CF Electronic

AWPC10F32E 1 x 32 120-277 CF Electronic
AWPC10F42E 1 x 42 120-277 CF Electronic
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AWCSH35R120** 35 120 HPS R-NPF
AWCSH50R120** 50 120 HPS R-NPF
AWCSH70R120** 70 120 HPS R-NPF
AWCSH100R120** 100 120 HPS R-NPF
AWCSH150R120** 150 120 HPS R-NPF
AWCSH50D** 50 120/277 HPS HX-HPF
AWCSH70Q** 70 Quad HPS HX-HPF
AWCSH100Q** 100 Quad HPS HX-HPF
AWCSH150Q** 150 Quad HPS CWA
AWCSM50D** 50 120/277 MH HX-HPF
AWCSM70Q** 70 Quad MH HX-HPF
AWCSM100Q** 100 Quad MH HX-HPF
AWCSM150Q** 150 Quad MH HX-HPF
AWCSF26E** 1 x 26 120-277 CF Electronic
AWCSF32E** 1 x 32 120-277 CF Electronic
AWCSF42E** 1 x 42 120-277 CF Electronic
**Specify color:  W-White, B-Black, Z-Bronze

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)

BBE

AWCSF42EAWCS

AWCSM175



AWCDH35R120** 35 120 HPS R-NPF
AWCDH50R120** 50 120 HPS R-NPF
AWCDH70R120** 70 120 HPS R-NPF
AWCDH100R120** 100 120 HPS R-NPF
AWCDH150R120** 150 120 HPS R-NPF
AWCDH50D** 50 120/277 HPS HX-HPF
AWCDH70Q** 70 Quad HPS HX-HPF
AWCDH100Q** 100 Quad HPS HX-HPF
AWCDH150Q** 150 Quad HPS CWA
AWCDM50DL** 50 120/277 MH HX-HPF
AWCDM70Q** 70 Quad MH HX-HPF
AWCDM100Q** 100 Quad MH HX-HPF
AWCDM150Q** 150 Quad MH HX-HPF
AWCDF84E** 2 x 42 120-277 CF Electronic
**Specify color:  W-White, B-Black, Z-Bronze

AWCDF84EAWCD

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)

BBE



0 1 2 2.25 3 3.75 4 5 6 75

4

3
2.75

2
1.75

1

0

1

2

3

 House
 Side
 Street
 Side

Distance In Units Of Mounting Height
Values Based On 10 Foot Mounting Height

.1

.2

1/2 Maximum Candela Trace Shown As Dashed Curve
(+) = Maximum Candela Point

AB1ööM50EE** 50 120-277 MH Electronic 
AB1ööF26E** 1 x 26 120-277 CF Electronic
AB1ööF32E** 1 x 32 120-277 CF Electronic 
AB1ööF42E** 1 x 42 120-277 CF Electronic 
AB1ööF26** 2 x 13 120 CF Electronic 
öö Specify Trim: GR-Guard, HC-Hood, OF-Open Frame, VC-Visor                                                                   
**Specify color:  W-White, B-Black, Z-Bronze

AB1GRF26AB1GR

GR Guard Trim - Order model # AB1GR
HC Hood Trim - Order model # AB1HC
OF Open Frame - Order model # AB1OF
VC Visor Trim - Order model # AB1VC

AB1GR AB1OFAB1HC AB1VC
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AB2ööM50E** 50 120-277 MH Electronic 
AB2ööF26E** 1 x 26 120-277 CF Electronic
AB2ööF32E** 1 x 32 120-277 CF Electronic
AB2ööF42E** 1 x 42 120-277 CF Electronic
AB2ööF26 2 x 13 120-277 CF Electronic
öö Specify Trim: GR-Guard, HC-Hood, OF-Open Frame                                                                   
**Specify color:  W-White, B-Black, Z-Bronze

AB2GRF26AB2GR

AB2GR AB2OFAB2HC

GR Guard Trim - Order model # AB2GR
HC Hood Trim - Order model # AB2HC
OF Open Frame - Order model # AB2OF
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AWPR40OFH35R120**ö 35 120 HPS R-NPF
AWPR40OFH50R120**ö 50 120 HPS R-NPF
AWPR40OFH70R120**ö 70 120 HPS R-NPF
AWPR40OFH100R120**ö 100 120 HPS R-NPF
AWPR40OFH150R120**ö 150 120 HPS R-NPF
AWPR40OFH50D**ö 50 120/277 HPS HX-HPF
AWPR40OFH70Q**ö 70 Quad HPS HX-HPF
AWPR40OFH100Q**ö 100 Quad HPS HX-HPF
AWPR40OFH150Q**ö 150 Quad HPS HX-HPF
AWPR40OFM70Q**ö 70 Quad MH HX-HPF
AWPR40OFM100Q**ö 100 Quad MH HX-HPF
AWPR40OFM150**ö 150 Quad MH HX-HPF
AWPR40OFF26E**ö 1 x 26 120-277 CF Electronic
AWPR40OFF32E**ö 1 x 32 120-277 CF Electronic
AWPR40OFF42E**ö 1 x 42 120-277 CF Electronic
AWPR40OFF52E**ö 2 x 26 120-277 CF Electronic
AWPR40OFF64E**ö 2 x 32 120-277 CF Electronic
AWPR40OFF84E**ö 2 x 42 120-277 CF Electronic
AWPR40OFI80120**ö 80 120 IND Electronic
AWPR40OFI80277**ö 80 277 IND Electronic 
AWPR40OFL2X7HQ**ö 2 x 7.5 120-277 LED Electronic
AWPR40OFL1X15HQ**ö 1x 15 120-277 LED Electronic
AWPR40OFL2X15HQ**ö 2 x 15 120-277 LED Electronic
**Specify color:  W-White, B-Black, Z-Bronze
ö Specify lens:  C-clear, F-frost

AWPR40OFI80AWPR40OF

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)

BBE QRSPC1 / PC2
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AWPR40HCH35R120**ö 35 120 HPS R-NPF
AWPR40HCH50R120**ö 50 120 HPS R-NPF
AWPR40HCH70R120**ö 70 120 HPS R-NPF
AWPR40HCH100R120**ö 100 120 HPS R-NPF
AWPR40HCH150R120**ö 150 120 HPS R-NPF
AWPR40HCH50D**ö 50 120/277 HPS HX-HPF
AWPR40HCH70Q**ö 70 Quad HPS HX-HPF
AWPR40HCH100Q**ö 100 Quad HPS HX-HPF
AWPR40HCH150Q**ö 150 Quad HPS HX-HPF
AWPR40HCM70Q**ö 70 Quad MH HX-HPF
AWPR40HCM100Q**ö 100 Quad MH HX-HPF
AWPR40HCM150Q**ö 150 Quad MH HX-HPF
AWPR40HCF26E**ö 1 x 26 120-277 CF Electronic
AWPR40HCF32E**ö 1 x 32 120-277 CF Electronic
AWPR40HCF42E**ö 1 x 42 120-277 CF Electronic
AWPR40HCF52E**ö 2 x 26 120-277 CF Electronic
AWPR40HCF64E**ö 2 x 32 120-277 CF Electronic
AWPR40HCF84E**ö 2 x 42 120-277 CF Electronic
AWPR40HCI40120**ö 40 120 IND Electronic
AWPR40HCI40277**ö 40 277 IND Electronic
AWPR40HCL2X7HQ**ö 2 x 7.5 120-277 LED Electronic
AWPR40HCL1X15HQ**ö 1 x 15 120-277 LED Electronic
**Specify color:  W-White, B-Black, Z-Bronze
ö Specify lens:  C-clear, F-frost

AWPR40HCF84EAWPR40HC

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)

BBE QRSPC1 / PC2
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AWPR40GRH35R120**ö 35 120 HPS R-NPF
AWPR40GRH50R120**ö 50 120 HPS R-NPF
AWPR40GRH70R120**ö 70 120 HPS R-NPF
AWPR40GRH100R120**ö 100 120 HPS R-NPF
AWPR40GRH150R120**ö 150 120 HPS R-NPF
AWPR40GRH50D**ö 50 120/277 HPS HX-HPF
AWPR40GRH70Q**ö 70 Quad HPS HX-HPF
AWPR40GRH100Q**ö 100 Quad HPS HX-HPF
AWPR40GRH150Q**ö 150 Quad HPS HX-HPF
AWPR40GRM70Q**ö 70 Quad MH HX-HPF
AWPR40GRM100Q**ö 100 Quad MH HX-HPF
AWPR40GRM150Q**ö 150 Quad MH HX-HPF
AWPR40GRF26E**ö 1 x 26 120-277 CF Electronic

AWPR40GRF32E**ö 1 x 32 120-277 CF Electronic
AWPR40GRF42E**ö 1 x 42 120-277 CF Electronic
AWPR40GRF52E**ö 2 x 26 120-277 CF Electronic
AWPR40GRF64E**ö 2 x 32 120-277 CF Electronic
AWPR40GRF84E**ö 2 x 42 120-277 CF Electronic
AWPR40GRI80120**ö 80 120 IND Electronic
AWPR40GRI80277**ö 80 277 IND Electronic
AWPR40GRL2X7HQ**ö 2 x 7.5 120-277 LED Electronic
AWPR40GRL1X15HQ**ö 1 x 15 120-277 LED Electronic
AWPR40GRL2X15HQ**ö 2 x 15 120-277 LED Electronic
**Specify color:  W-White, B-Black, Z-Bronze
ö Specify lens:  C-clear, F-frost

AWPR40GRM150AWPR40GR

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)

BBE QRSPC1 / PC2
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AWPR22GRF52E** 2 x 26 120-277 CF Electronic
AWPR22GRF64E** 2 x 32 120-277 CF Electronic
AWPR22GRF84E** 2 x 42 120-277 CF Electronic
**Specify Color: W=White, Z=Bronze

AWPR22GRF84EAWPR22GR

BBE

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2
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AWPR22HCF52E** 2 x 26 120-277 CF Electronic
AWPR22HCF64E** 2 x 32 120-277 CF Electronic
AWPR22HCF84E** 2 x 42 120-277 CF Electronic
**Specify color:  W-White, Z=Bronze

BBE

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

AWPR22HCF84EAWPR22HC

PC1 / PC2
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AWPR22OFF52E** 2 x 26 120-277 CF Electronic
AWPR22OFF64E** 2 x 32 120-277 CF Electronic
AWPR22OFF84E** 2 x 42 120-277 CF Electronic
**Specify Color: W=White, Z=Bronze

AWPR22OFF84EAWPR22OF

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

BBE PC1 / PC2
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BBE PC1 / PC2

AWPS22GRF52E** 2 x 26 120-277 CF Electronic
AWPS22GRF64R** 2 x 32 120-277 CF Electronic
AWPS22GRF84E** 2 x 42 120-277 CF Electronic
**Specify color:  W-White, Z=Bronze

AWPS22GRF84EAWPS22GR

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
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BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

BBE PC1 / PC2

AWPS22HCF52E** 2 x 26 120-277 CF Electronic
AWPS22HCF64E** 2 x 32 120-277 CF Electronic
AWPS22HCF84E** 2 x 42 120-277 CF Electronic
**Specify Color: W=White, Z=Bronze

AWPS22HCF84EAWPS22HC
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AWPS22OFF52E** 2 x 26 120-277 CF Electronic
AWPS22OFF64E** 2 x32 120-277 CF Electronic
AWPS22OFF84E** 2 x 42 120-277 CF Electronic
**Specify color:  W-White, Z=Bronze

AWPS22OFF84EAWPS22OF

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

BBE PC1 / PC2
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BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

AWP18CH35R120 35 120 HPS R-NPF
AWP18CH50R120 50 120 HPS R-NPF
AWP18CH70R120 70 120 HPS R-NPF
AWP18CH70Q 70 Quad HPS HX-HPF
AWP18CM50D 50 120/277 MH HX-HPF
AWP18CM70D 70 120/277 MH HX-HPF
AWP18CM70Q 70 Quad MH HX-HPF
AWP18CF26E 1 x 26 120-277 CF Electronic
AWP18CF32E 1 x 32 120-277 CF Electronic
AWP18CF42E 1 x 42 120-277 CF Electronic

AWP18CF42EAWP18C

AWP18CM70

BBE PC1 / PC2
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AWP18OH35R120 35 120 HPS R-NPF
AWP18OH50R120 50 120 HPS R-NPF
AWP18OH70R120 70 120 HPS R-NPF
AWP18OH70Q 70 Quad HPS HX-HPF
AWP18OM50D 50 120/277 MH HX-HPF
AWP18OM70D 70 120/277 MH HX-HPF
AWP18OM70Q 70 Quad MH HX-HPF
AWP18OF26E 1 x 26 120-277 CF Electronic
AWP18OF32E 1 x 32 120-277 CF Electronic
AWP18OF42E 1 x 42 120-277 CF Electronic

AWP18OF42EAWP18O

AWP18OM70

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2BBE
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PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
WPA15WG Wire guard for WPA15

PC1 / PC2

AWPA15H35R120 35 120 HPS R-NPF
AWPA15H50R120 50 120 HPS R-NPF
AWPA15H70R120 70 120 HPS R-NPF
AWPA15H100R120 100 120 HPS R-NPF
AWPA15H150R120 150 120 HPS R-NPF
AWPA15H50D 50 120/277 HPS HX-HPF
AWPA15H70Q 70 Quad HPS HX-HPF
AWPA15H100Q 100 Quad HPS HX-HPF
AWPA15H150Q 150 Quad HPS HX-HPF
AWPA15M50D 50 120/277 MH HX-HPF
AWPA15M70Q 70 Quad MH HX-HPF
AWPA15M100Q 100 Quad MH HX-HPF
AWPA15M150Q 150 Quad MH HX-HPF
AWPA15F26E 1 x 26 120-277 CF Electronic
AWPA15F32E 1 x 32 120-277 CF Electronic
AWPA15F42E 1 x 42 120-277 CF Electronic
AWPA15F52E 2 x 26 120-277 CF Electronic
AWPA15F64E 2 x 32 120-277 CF Electronic
AWPA15F84E 2 x 42 120-277 CF Electronic
AWPA15I40120 40 120 IND Electronic
AWPA15I40277 40 277 IND Electronic
AWPA15L1X7HQ 1 x 7.5 120-277 LED Electronic
AWPA15L2X7HQ 2 x 7.5 120-277 LED Electronic
AWPA15L1X15Q 1 x 15 120-277 LED Electronic
AWPA15L2X15Q 2 x 15 120-277 LED Electronic

AWPA15I40AWPA15

WPA15WG 
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Speciý cations subject to change without notice.

Architectural Wall Mounts

Curved Large Wall Pack
Die-cast aluminum housing and hinged front frame with stainless steel hinge pins, İě coin 

plugs with O-rings for conduit and photocell, textured architectural bronze powdercoat ý nish over a 
chromate conversion coating, includes safety cable to prevent front frame impact when relamping

Aluminum reþ ector
Prismatic borosilicate glass lens

HID: Porcelain 5KV pulse rated mogul base socket with nickel-plated screw shell
Cast-in template for mounting directly over a 4ě recessed outlet box, or use İě surface 

conduit, includes Easy-Hang ñTwo Hands Freeò Wall-Mounting Plate with leveling device on back
Wattage: High Pressure Sodium:  100 to 400w 
                Pulse-start / Metal Halide: 100 to 400w
                Induction: 80w

CSA Listed for wet locations

Catalog # Wattage Voltage Lamp Ballast
AWPA25H100QMG 100 Quad HPS HX-HPF
AWPA25H150QMG 150 Quad HPS HX-HPF
AWPA25H250Q 250 Quad HPS CWA
AWPA25H400Q 400 Quad HPS CWA
AWPA25M100QMG 100 Quad MH HX-HPF
AWPA25M150QMG 150 Quad MH HX-HPF
AWPA25P250Q 250 Quad PS CWA
AWPA25P320Q 320 Quad PS CWA
AWPA25P400Q 400 Quad PS CWA
AWPA25I80120 80 120 IND Electronic
AWPA25I80277 80 277 IND Electronic

16İě

13ıě

105ù8ě
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AWPA25 AWPA25P250

Catalog # Description

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
WPA25WG Wire guard for WPA25

WPA25WGPC1 / PC2

Items marked with      meet EISA regulations 
for 150-500 watt Metal Halide luminaires.

                                                                                                                    



5

4

3
2.75

2
1.75

1

0

1

2

3

 House
 Side
 Street
 Side

Distance In Units Of Mounting Height
Values Based On 10 Foot Mounting Height

.1

.2

.5
1
2

1/2 Maximum Candela Trace Shown As Dashed Curve
(+) = Maximum Candela Point

0        1         2 2.25 3 3.75 4        5         6         7

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

BBE PC1 / PC2

AWPB40F26E 1 x 26 120-277 CF Electronic
AWPB40F32E 1 x 32 120-277 CF Electronic
AWPB40F42E 1 x 42 120-277 CF Electronic
AWPB40F52E 2 x 26 120-277 CF Electronic
AWPB40F64E 2 x 32 120-277 CF Electronic
AWPB40F84E 2 x 42 120-277 CF Electronic
AWPB40L2X7HQ 2 x 7.5 120-277 LED Electronic
AWPB40L1X15Q 1 x 15 120-277 LED Electronic
AWPB40L2X15Q 2 x 15 120-277 LED Electronic

AWPB40F84EAWPB40
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FrontBac
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U light  ow=2.7  High=6.1

BU  ating  B0 U4 2

AWPS30H35R120 35 120 HPS R-NPF
AWPS30H50R120 50 120 HPS R-NPF
AWPS30H70R120 70 120 HPS R-NPF
AWPS30H100R120 100 120 HPS R-NPF
AWPS30H150R120 150 120 HPS R-NPF
AWPS30H50D 50 120/277 HPS HX-HPF
AWPS30H70Q 70 Quad HPS HX-HPF
AWPS30H100Q 100 Quad HPS HX-HPF
AWPS30H150Q 150 Quad HPS HX-HPF
AWPS30M50D 50 120/277 MH HX-HPF
AWPS30M70Q 70 Quad MH HX-HPF
AWPS30M100Q 100 Quad MH HX-HPF
AWPS30M150Q 150 Quad MH HX-HPF
AWPS30F26E 1 x 26 120-277 CF Electronic
AWPS30F32E 1 x 32 120-277 CF Electronic
AWPS30F42E 1 x 42 120-277 CF Electronic
AWPS30F52E 2 x 26 120-277 CF Electronic
AWPS30F64E 2 x 32 120-277 CF Electronic
AWPS30F84E 2 x 42 120-277 CF Electronic

AWPS30 AWPS30M100

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)

QRSPC1 / PC2BBE
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PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)
WPS40GS Glare shield, aluminum, black powdercoat ýnish
WPS40WG Wire guard, stainless steel construction

AWPS40H100QMG 100 Quad HPS HX-HPF
AWPS40H150QMG 150 Quad HPS HX-HPF
AWPS40H250Q 250 Quad HPS CWA
AWPS40H400Q 400 Quad HPS CWA
AWPS40M150QMG 150 Quad MH HX-HPF
AWPS40P250Q 250 Quad PS CWA
AWPS40P320Q 320 Quad PS CWA
AWPS40P400Q 400 Quad PS CWA
AWPS40L3X7HQ 3 x 7.5 120-277 LED Electronic
AWPS40L4X7HQ 4 x 7.5 120-277 LED Electronic
AWPS40L2X15Q 2 x 15 120-277 LED Electronic
AWPS40L3X15Q 3 x 15 120-277 LED Electronic
AWPS40L4X15Q 4 x 15 120-277 LED Electronic

AWPS40P400AWPS40

WPS40WG
(shown mounted)

PC1 / PC2 WPS40GSQRS



AWP14H35R120 35 120 HPS R-NPF
AWP14H50R120 50 120 HPS R-NPF
AWP14H70R120 70 120 HPS R-NPF
AWP14F26 2 x 13 120 CF Magnetic
AWP14F26E 1 x 26 120-277 CF Electronic
AWP14F32E 1 x 32 120-277 CF Electronic
AWP14F42E 1 x 42 120-277 CF Electronic

AWP14
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AWP14F42E
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AWP13H35R120 35 120 HPS R-NPF
AWP13H50R120 50 120 HPS R-NPF
AWP13H70R120 70 120 HPS R-NPF
AWP13H100R120 100 120 HPS R-NPF
AWP13H150R120 150 120 HPS R-NPF
AWP13H50D 50 120/277 HPS HX-HPF
AWP13H70Q 70 Quad HPS HX-HPF
AWP13H100Q 100 Quad HPS HX-HPF
AWP13M50D 50 120/277 MH HX-HPF
AWP13M70Q 70 Quad MH HX-HPF
AWP13M100Q 100 Quad MH HX-HPF
AWP13F26E 1 x 26 120-277 CF Electronic
AWP13F32E 1 x 32 120-277 CF Electronic
AWP13F42E 1 x 42 120-277 CF Electronic
AWP13F52E 2 x 26 120-277 CF Electronic
AWP13F64E 2 x 32 120-277 CF Electronic
AWP13F84E 2 x 42 120-277 CF Electronic
AWP13L1X7HQ 1 x 7.5 120-277 LED Electronic
AWP13L1X15Q 1 x 15 120-277 LED Electronic

WPMP

AWP13M100AWP13

WP13WG
(shown mounted)

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
WP13WG Wire guard, stainless steel construction
WPMP Die cast wall mount plate with locknut, O-ring & weatherproof gasket

PC1 / PC2BBE
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AWH15H35R120 35 120 HPS R-NPF
AWH15H50R120 50 120 HPS R-NPF
AWH15H70R120 70 120 HPS R-NPF
AWH15H100R120 100 120 HPS R-NPF
AWH15H150R120 150 120 HPS R-NPF
AWH150H50D 50 120/277 HPS HX-HPF
AWH15H70Q 70 Quad HPS HX-HPF
AWH15H100Q 100 Quad HPS HX-HPF
AWH15H150Q 150 Quad HPS HX-HPF
AWH15M50D 50 120/277 MH HX-HPF
AWH15M70Q 70 Quad MH HX-HPF
AWH15M100Q 100 Quad MH HX-HPF
AWH15M150Q 150 Quad MH HX-HPF

AWH15 AWH15M175

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)

PC1 / PC2



AWH20H100QMG 100 Quad HPS HX-HPF
AWH20H150QMG 150 Quad HPS HX-HPF
AWH20H250Q 250 Quad HPS CWA
AWH20M100QMG 100 Quad MH HX-HPF
AWH20P250Q 250 Quad PS CWA

AWH20

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)

QRSPC1 / PC2
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AWH25H250Q 250 Quad HPS CWA
AWH25H400Q 400 Quad HPS CWA
AWH25P250Q 250 Quad PS CWA
AWH25P320Q 320 Quad PS CWA
AWH25P400Q 400 Quad PS CWA

AWH25 AWH25M400

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)

QRSPC1 / PC2
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AWP12H35R120 35 120 HPS R-NPF
AWP12H50R120 50 120 HPS R-NPF
AWP12H70R120 70 120 HPS R-NPF
AWP12H100R120 100 120 HPS R-NPF
AWP12H150R120 150 120 HPS R-NPF
AWP12H50D 50 120/277 HPS HX-HPF
AWP12H70Q 70 Quad HPS HX-HPF
AWP12H100Q 100 Quad HPS HX-HPF
AWP12M50D 50 120/277 MH HX-HPF
AWP12M70Q 70 Quad MH HX-HPF
AWP12M100Q 100 Quad MH HX-HPF

WPMPWP12GSA
(shown mounted)

WP12FCA
(shown mounted)

WP12WG

AWP12 AWP12M100

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
WP12FCA Full cutoff, stamped aluminum, textured bronze ýnish
WP12GSA Glare shield, stamped aluminum, textured bronze ýnish
WP12WG Wire guard, stainless steel construction
WPMP Die cast wall mount plate with locknut, O-ring & weatherproof gasket

PC1 / PC2
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WP15LG
(shown mounted)

WP15FC
(shown mounted)

WP15WG
(shown mounted)

WP15SC
(shown mounted)

AWP15H35R120 35 120 HPS R-NPF
AWP15H50R120 50 120 HPS R-NPF
AWP15H70R120 70 120 HPS R-NPF
AWP15H100R120 100 120 HPS R-NPF
AWP15H150R120 150 120 HPS R-NPF
AWP15H50D 50 120/277 HPS HX-HPF
AWP15H70Q 70 Quad HPS HX-HPF
AWP15H100Q 100 Quad HPS HX-HPF
AWP15H150Q 150 Quad HPS HX-HPF
AWP15M50D 50 120/277 MH HX-HPF
AWP15M70Q 70 Quad MH HX-HPF
AWP15M100Q 100 Quad MH HX-HPF
AWP15M150Q 150 Quad MH HX-HPF
AWP15F26E 1 x 26 120-277 CF Electronic
AWP15F32E 1 x 32 120-277 CF Electronic
AWP15F42E 1 x 42 120-277 CF Electronic
AWP15F52E 2 x 26 120-277 CF Electronic
AWP15F64E 2 x 32 120-277 CF Electronic
AWP15F84E 2 x 42 120-277 CF Electronic
AWP15L1X7HQ 1 x 7.5 120-277 LED Electronic
AWP15L2X7HQ 2 x 7.5 120-277 LED Electronic
AWP15L1X15Q 1 x 15 120-277 LED Electronic
AWP15L2X15Q 2 x 15 120-277 LED Electronic

AWP15M100AWP15

BBE Battery Back Up - available for Compact Fluorescent models (specify 120V or 277V)
PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
WP15FC Full cutoff, stamped steel, textured bronze ýnish
WP15LG Clear polycarbonate vandal resistant guard
WP15SC Side cutoff, stamped steel, textured bronze ýnish
WP15WG Wire guard, stainless steel construction

PC1 / PC2BBE
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AWP20H100QMG 100 Quad HPS HX-HPF
AWP20H150QMG 150 Quad HPS HX-HPF
AWP20H250Q 250 Quad HPS CWA
AWP20M100QMG 100 Quad MH HX-HPF
AWP20M150Q 150 Quad MH HX-HPF
AWP20P250Q 250 Quad PS CWA
AWP20L2X7HQ 2 x 7.5 120-277 LED Electronic
AWP20L3X7HQ 3 x 7.5 120-277 LED Electronic
AWP20L2X15Q 2 x 15 120-277 LED Electronic
AWP20L3X15Q 3 x 15 120-277 LED Electronic

AWP20 AWP20PS250

WP25LG
(shown mounted)

WP25FC
(shown mounted)

WP25WG
(shown mounted)

WP25SC
(shown mounted)

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp) 
WP25FC Full cutoff, stamped steel, textured bronze ýnish
WP25LG Clear polycarbonate vandal resistant guard
WP25SC Side cutoff, stamped steel, textured bronze ýnish
WP25WG Wire guard, stainless steel construction

QRSPC1 / PC2
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AWP25H100QMG 100 Quad HPS HX-HPF
AWP25H150QMG 150 Quad HPS HX-HPF
AWP25H250Q 250 Quad HPS CWA
AWP25H400Q 400 Quad HPS CWA
AWP25M100QMG 100 Quad MH HX-HPF
AWP25M150MQ 150 Quad MH HX-HPF
AWP25P250Q 250 Quad PS CWA
AWP25P320Q 320 Quad PS CWA
AWP25P400Q 400 Quad PS CWA

AWP25M400AWP25

WP25LG
(shown mounted)

WP25FC
(shown mounted)

WP25WG
(shown mounted)

WP25SC
(shown mounted)

PC1 120V Photocell (Field Installed)
PC2 208-277V Photocell (Field Installed)
QRS Quartz Restrike Module (supplied with 100w DC bayonet base lamp)
WP25FC Full cutoff, stamped steel, textured bronze ýnish
WP25LG Clear polycarbonate vandal resistant guard
WP25SC Side cutoff, stamped steel, textured bronze ýnish
WP25WG Wire guard, stainless steel construction

QRSPC1 / PC2









175 Watt 150 Watt 15% 122% 150%
250 Watt 175 Watt 30% 85% 150%
250 Watt 250 Watt 0% 120% 150%
400 Watt 320 Watt 20% 80% 120%
400 Watt 400 Watt 0% 118% 120%

250 Watt 4x54 Watt 15% 88% 200%
400 Watt 6x54 Watt  18% 75% 125%



50 Watt 13 Watt 68% 169% 400%
75 Watt 13 Watt 79% 90% 400%
75 Watt 18 Watt 72% 125% 400%
90 Watt 18 Watt 77% 110% 600%
120 Watt 26 Watt 74% 97% 640%

60 Watt 13 Watt 73% 100% 1200%
75 Watt 13 Watt 79% 74% 1600%
75 Watt 18 Watt 72% 102% 1600%
100 Watt 26 Watt 69% 112% 1600%
150 Watt 32 Watt 75% 89% 2133%
150 Watt 42 Watt 69% 118% 2133%
200 Watt 42 Watt 77% 84% 2133%
200 Watt 57 Watt 69% 113% 2133%



75 Watt Incand 15 Watt 80% 95% 8000%
100 Watt Incand 22.5 Watt 77.5% 88% 10600%
200 Watt Incand 75 Watt 25% 206% 10600%
70 Watt MH Par 75 Watt 0% 95% 640%



150 Watt Incand 40 Watt 67% 102% 13300%
300 Watt Incand 80 Watt 67% 109% 13300%
100 Watt MH Par 80 Watt 20% 118% 800%
150 Watt MH Par 120 Watt 20% 105% 666%
175 Watt PSMH 150 Watt 15% 94% 870%
250 Watt PSMH 200 Watt 20% 90% 833%







AFL905..............A75
AAD205.............A59 AEL10.................A101 AFL90F..............A74
AAD20F..............A58 AEL15.................A101 AFL90W.............A72

AAD405.............A60 AEL50.................A102
AAD40C.............A61 AEL60.................A102 AHB11..........A107,108
AAD40W............A62 AEP10................A53 AHB51.............A108

AAL50C.............A63 AHBRC22...........A104
AAL70C.............A68 AFL10................A52
AAL73................A70 AFL31................A50 ALA.. . . . . . . . . . . . .A105
AAL90C.............A73 AFL32................A51 ALB.. . . . . . . . . . . . .A105

AFL45................A42 ALB20..............A106
AB1GR .................A13 AFL46................A43 ALC.. . . . . . . . . . . . .A105
AB1OF..................A13 AFL50................A47 ALF.....................A54
AB1HC..................A13 AFL505..............A64 ALL121.................A85
AB1VC..................A13 AFL50F..............A65 ALL123.................A85
AB2OF..................A14 AFL50W.............A66 ALL131.................A85
AB2HC..................A14 AFL61................A44 ALL133.................A85
AB2GR..................A14 AFL62................A45
ABOFL...............A84 AFL65................A46 APF10................A78
ABOFR..............A83 AFL70................A48 APF50................A79
ABOG..............A80 AFL705..............A71 APSS4...............A86
ABOL.................A82 AFL70F..............A67
ABOR.................A81 AFL70W.............A69 ASL....................A55

AFL90................A49 ASP50..........A76,77



AVP63...................A99 AWP34.................A4
ATN51................A56 AVW23R1..........A96 AWP35.................A5

AVW23R1F........A97 AWP36.................A6
AVB23R1...........A96 AVW33R1..........A96 AWPA15.............A26
AVB23R1F.........A97 AVW33R1F........A97 AWPA25.............A27
AVB33R1...........A96 AVW43...............A98 AWPB40. . . . . . . . .A28
AVB33R1F.............A97 AVW53................A100 AWPC10............A10
AVB43...................A98 AVW63................A99 AWPC15..............A7
AVB53.................A100 AWPC20..............A8
AVB63...................A99 AWCD................A12 AWPC25..............A9
AVN10...............A90 AWCS................A11 AWPC35..............A2
AVN20................A91 AWH15..............A33 AWPC36..............A3
AVN30............A92,93 AWH20..............A34 AWPR22GR.......A18
AVN40..........A94,95 AWH25..............A35 AWPR22HC.......A19
AVN41.................A95 AWP10...............A36 AWPR22OF.......A20
AVNGL30...........A88 AWP12...............A37 AWPR40GR.......A17

AVNGL40...........A89 AWP13...............A32 AWPR40HC.......A16
AVP23R1...........A96 AWP14...............A31 AWPR40OF.......A15
AVP23R1F.........A97 AWP15...............A38 AWPS22GR.......A21
AVP33R1...........A96 AWP18C............A24 AWPS22HC.......A22
AVP33R1F.........A97 AWP18O............A25 AWPS22OF........A23
AVP43................A98 AWP20...............A39 AWPS30............A29
AVP53.................A100 AWP25...............A40 AWPS40............A30






