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         278 CM - 4-1/2" Dia, 7-1/4" H 

Incandescent lamping: Accepts one 75W Maximum Par30 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W CF lamp with
120 Volt/NPF magnetic ballast or one 18W (-18QE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary (6" dia) canopy (adds 1-3/4" to H). 
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 278 CM DB (Incandescent - no Light Source code required)
Available Options: T

279 CM  - 6" Dia, 9" H 
Incandescent lamping: Accepts one 150W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 22W (-22Q/O) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 1-3/4" to H). 
Also available with one 32W or 42W CF lamp (-32TE/O, -42TE/O).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 279 CM BL-13Q/O
Available Options: B, R, RT, T

290 CM  - 8" Dia, 14" H
Incandescent lamping: Accepts one 250W Maximum Par38 lamp.
Fluorescent lamping: (-13Q) includes one 13W or 28W (-28Q) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE) CF lamp with electronic 
120 thru 277 Volt ballast. Also available with one 32W, 42W or 57W lamp 
(-32TE, -42TE, -57TE).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 290 CM WH-26TE
Available Options: B, R, RT, T

290T CM  - 8" Dia, 14" H
H.I.D. lamping: Supplied with Tempered Glass Lens. Includes one 50W, 70W or 
100W medium-base lamp with magnetic ballast. (-H50, -H70, -H100) High 
Pressure Sodium (120 Volt/NPF only) or (-M50, -M70, -M100) Metal Halide 
(120 Volt HPF). For 277 Volt/HPF, add suffix /277 (-M50/277, -M70/277, 
-M100/277).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 290T CM R DB-M50 (R suffix indicates optional reflector)
Available Options: QRS, R

Standard Finishes: Black (BL),
Dura-Bronze (DB), White (WH).
For alternate finishes and custom 
color matching, please consult 
factory.

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      279 CM B, 

290 CM B
R - Specular

Aluminum
Reflector:

      279 CM R, 
290 CM R, 
290T CM R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      279 CM RT,

290 CM RT
T - Tempered Glass Lens
      278 CM T,
      279 CM T,
      290 CM T
QRS - Quartz Re-Strike: 

(mini-cand lamp by others) 
      290T CM QRS, 
      290T CM R QRS

PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.



Simple geometric shapes provide maximum architectural
impact for a range of interior and exterior applications in
educational, institutional, commercial or residential 
settings. GEO is available in three sizes in pendant, ceiling 
and wall-mount configurations with choice of incandescent, 
compact fluorescent, high pressure sodium and metal 
halide lamping.
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260 CM - 4-1/2" W, 9" H 

Incandescent lamping: Accepts one 75W Maximum Par30 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W CF lamp with 120 Volt/NPF
magnetic ballast or one 18W (-18QE/O) CF lamp with electronic 120 thru
277 Volt ballast, housed in secondary (6" Sq) canopy (adds 1-3/4" to H). 
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 260 CM BL (Incandescent - no Light Source code required)
Available Options: T

261 CM  - 6" W, 10" H 
Incandescent lamping: Accepts one 150W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 22W (-22Q/O) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 1-3/4" to H).
Also available with one 32W or 42W CF lamp (-32TE/O, -42TE/O). Fluorescent ballast 
housed in secondary (6" Sq) canopy (adds 1-3/4" to H). 
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 260 CM DB-13Q/O
Available Options: B, R, RT, T

288 CM  - 8" W, 14" H
Incandescent lamping: Accepts one 250W Maximum Par38 lamp.
Fluorescent lamping: (-13Q) includes one 13W or 28W (-28Q) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE) CF lamp with electronic 
120 thru 277 Volt ballast. Also available with one 32W, 42W or 57W lamp 
(-32TE, -42TE, -57TE).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 288 CM WH-42TE
Available Options: B, R, RT, T

288T CM  - 8" W, 14" H
H.I.D. lamping: Supplied with Tempered Glass Lens. Includes one 50W, 70W or 
100W medium-base lamp with magnetic ballast. (-H50, -H70, -H100) High 
Pressure Sodium (120 Volt/NPF only) or (-M50, -M70, -M100) Metal Halide 
(120 Volt HPF). For 277 Volt/HPF, add suffix /277 (-M50/277, -M70/277, 
-M100/277).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 288T CM R BL-M70 (R suffix indicates optional reflector)
Available Options: QRS, R

Standard Finishes: Black (BL),
Dura-Bronze (DB), White (WH).
For alternate finishes and custom 
color matching, please consult 
factory.

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      261 CM B, 

288 CM B
R - Specular

Aluminum
Reflector:

      261 CM R, 
288 CM R, 
288T CM R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      261 CM RT,

288 CM RT
T - Tempered Glass Lens:
      260 CM T,
      261 CM T,
      288 CM T
QRS - Quartz Re-Strike: 

(mini-cand lamp by others) 
      288T CM QRS, 
      288T CM R QRS

PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.



4-1/2", 6" and 8" STEM-HUNG CYLINDERS
Supplied with 11/16" O.D. x 12" long stem and hang-straight 
canopy. Custom stem lengths also available.
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278 STEM - 4-1/2" Dia, 7-1/4" H, 21" OAL

       Incandescent lamping: Accepts one 75W Maximum Par30 lamp.
       Fluorescent lamping: (-13Q/O) includes one 13W CF lamp with 120 Volt/NPF
       magnetic ballast or one 18W (-18QE/O) CF lamp with electronic 120 thru 277 
       Volt ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
       Please ADD desired Finish and Light Source codes to catalog number 
       when ordering.
       Example: 278 STEM WH (Incandescent - no Light Source code required)

Available Options: T

279 STEM  - 6" Dia, 9" H, 23" OAL
Incandescent lamping: Accepts one 150W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 22W (-22Q/O) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 1-3/4" to OAL).
Also available with one 32W or 42W CF lamp (-32TE/O, -42TE/O).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 279 STEM BL-26TE/O
Available Options: B, R, RT, T

290 STEM  - 8" Dia, 14" H, 28" OAL
Incandescent lamping: Accepts one 250W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 28W (-28Q/O) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
Also available with one 32W, 42W or 57W lamp (-32TE/O, -42TE/O, -57TE/O).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 290 STEM DB-57TE/O
Available Options: B, R, RT, T

290T STEM  - 8" Dia, 14" H, 28" OAL
H.I.D. lamping: Supplied with Tempered Glass Lens. Includes one 50W, 70W or 100W
medium-base lamp with dual-tap 120/177 Volt/HPF magnetic ballast, either remote-
mounted (/R) or housed in secondary canopy (/O) - adds 4" to OAL. High Pressure 
Sodium (-H50/O, -H50/R, -H70/O, -H70/R, -H100/O, -H100/R) or Metal Halide 
(-M50/O, -M50/R, -M70/O, -M70/R, -M100/O, -M100/R).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 290T STEM BL-M100/R
Available Options: QRS, R

Standard Finishes: Black (BL), Dura-Bronze (DB), White (WH).
For alternate finishes and custom color matching, please consult factory.

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      279 STEM B, 

290 STEM B
R - Specular

Aluminum
Reflector:

      279 STEM R, 
290 STEM R, 
290T STEM R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      279 STEM RT,

290 STEM RT
T - Tempered Glass Lens:
      278 STEM T,
      279 STEM T,
      290 STEM T
QRS - Quartz Re-Strike: 

(mini-cand lamp by others) 
      290T STEM QRS, 
      290T STEM R QRS

PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.



4-1/2", 6" AND 8" STEM-HUNG SQUARES
Supplied with 11/16" O.D. x 12" stem and hang-straight 
canopy. Custom stem lengths also available.
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260 STEM - 4-1/2" W, 9" H, 23" OAL
Incandescent lamping: Accepts one 75W Maximum Par30 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W CF lamp with 120 Volt/NPF
magnetic ballast or one 18W (-18QE/O) CF lamp with electronic 120 thru
277 Volt ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 260 STEM DB (Incandescent - no Light Source code required)
Available Options: T

261 STEM  - 6" W, 10" H, 24" OAL
Incandescent lamping: Accepts one 150W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 22W (-22Q/O) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 1-3/4" to OAL). Also
available with one 32W or 42W CF lamp (-32TE/O, -42TE/O).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 261 STEM BL-22Q/O
Available Options: B, R, RT, T

288 STEM  - 8" W, 14" H, 24" OAL
Incandescent lamping: Accepts one 250W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 28W (-28Q/O) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 1-3/4" to OAL). Also
available with one 32W, 42W or 57W lamp (-32TE/O, -42TE/O, -57TE/O).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 288 STEM DB-28Q/O
Available Options: B, R, RT, T

288T STEM  - 8" W, 14" H, 24" OAL
H.I.D. lamping: Supplied with Tempered Glass Lens. Includes one 50W, 70W or 100W
medium-base lamp with dual-tap 120/177 Volt/HPF magnetic ballast, either remote-
mounted (/R) or housed in secondary canopy (/O) - adds 4" to OAL. High Pressure 
Sodium (-H50/O, -H50/R, -H70/O, -H70/R, -H100/O, -H100/R) or Metal Halide 
(-M50/O, -M50/R, -M70/O, -M70/R, -M100/O, -M100/R).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 290T STEM-R WH-H100/O (R suffix indicates optional reflector)
Available Options: QRS, R

Standard Finishes: Black (BL), Dura-Bronze (DB), White (WH).
For alternate finishes and custom color matching, please consult factory.

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      261 STEM B, 

288 STEM B
R - Specular

Aluminum
Reflector:

      261 STEM R, 
288 STEM R, 
288T STEM R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      261 STEM RT,

288 STEM RT
T - Tempered Glass Lens:
      260 STEM T,
      261 STEM T,
      288 STEM T
QRS - Quartz Re-Strike: 

(mini-cand lamp by others) 
      288T STEM QRS, 
      288T STEM R QRS

PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.



4-1/2", 6" and 8" CORD-HUNG CYLINDERS
Provided with 36" white cord. Specify black cord if desired.
Custom cord lengths also available.
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Standard Finishes: Black (BL), Dura-Bronze (DB), White (WH).
For alternate finishes and custom color matching, please consult factory.

278 CORD - 4-1/2" Dia, 7-1/4" H, 44-1/2" OAL

 Incandescent lamping: Accepts one 75W Maximum Par30 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W CF lamp with 120 Volt/NPF
magnetic ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 278 CORD DB (Incandescent - no Light Source code required)
Available Options: T

279 CORD  - 6" Dia, 9" H, 46-1/2" OAL
Incandescent lamping: Accepts one 150W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 22W (-22Q/O) CF lamp with
120 Volt/NPF magnetic ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 279 CORD BL-13Q/O
Available Options: B, R, RT, T

290 CORD  - 8" Dia, 14" H, 51-1/2" OAL
Incandescent lamping: Accepts one 250W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 28W (-28Q/O) CF lamp with
120 Volt/NPF magnetic ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 290 CORD WH-28Q/O
Available Options: B, R, RT, T

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      279 CORD B, 

290 CORD B
R - Specular

Aluminum
Reflector:

      279 CORD R, 
290 CORD R, 
290T CORD R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      279 CORD RT,

290 CORD RT
T - Tempered Glass Lens:
      278 CORD T,
      279 CORD T,
      290 CORD T

PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered Glass Lens.



4-1/2", 6" and 8" CORD-HUNG SQUARES
Provided with 36" white cord. Specify black cord if desired.

Custom cord lengths also available.

Specification Submittal Sheets available at www.luraline.com
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Standard Finishes: Black (BL), Dura-Bronze (DB), White (WH).
For alternate finishes and custom color matching, please consult factory.

260 CORD - 4-1/2" W, 9" H, 46-1/2" OAL

Incandescent lamping: Accepts one 75W Maximum Par30 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W CF lamp with 120 Volt/NPF
magnetic ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 260 CORD BL (Incandescent - no Light Source code required)
Available Options: T

261 CORD  - 6" W, 10" H, 47-1/2" OAL
Incandescent lamping: Accepts one 150W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 22W (-22Q/O) CF lamp with
120 Volt/NPF magnetic ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 261 CORD WH-13Q/O
Available Options: B, R, RT, T

288 CORD  - 8" W, 14" H, 51-1/2" OAL
Incandescent lamping: Accepts one 250W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 28W (-28Q/O) CF lamp with
120 Volt/NPF magnetic ballast, housed in secondary canopy (adds 1-3/4" to OAL). 
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 280 CORD DB-28Q/O
Available Options: B, R, RT, T

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      261 CORD B, 

288 CORD B
R - Specular

Aluminum
Reflector:

      261 CORD R, 
288 CORD R, 
288T CORD R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      261 CORD RT,

288 CORD RT
T - Tempered Glass Lens:
      260 CORD T,
      261 CORD T,
      288 CORD T

PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.
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290T WM  - 8" Dia, 14" H, 11-1/4" E, 3-7/8" Mtg.Ctr.
H.I.D. lamping: Supplied with Tempered Glass Lens. Includes one 50W, 70W or 
100W medium-base lamp with magnetic ballast. (-H50, -H70, -H100) High 
Pressure Sodium (120 Volt/NPF only) or (-M50, -M70, -M100) Metal Halide 
(120 Volt HPF). For 277 Volt/HPF, add suffix /277 (-M50/277, -M70/277, 
-M100/277).
Please ADD desired Finish and Light Source codes to catalog number when ordering.
Example: 290T WM WH-M100
Available Options: QRS, R

Standard Finishes: Black (BL), Dura-Bronze (DB), White (WH).
For alternate finishes and custom color matching, please consult factory.

             278 WM - 4-1/2" Dia, 7-1/4" H, 7-3/4" E, 2-1/2" Mtg.Ctr.

                  Incandescent lamping: Accepts one 75W Maximum Par30 lamp.
Fluorescent lamping: (-13Q) includes one 13W CF lamp with 120 Volt/NPF
magnetic ballast.
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 278 WM BL (Incandescent - no Light Source code required)
Available Options: T

279 WM  - 6" Dia, 9" H, 9-1/4" E, 3-7/8" Mtg.Ctr.
Incandescent lamping: Accepts one 150W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 22W (-22Q/O) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 2" to E dimension). Also
available with one 32W or 42W CF lamp (-32TE/O, -42TE/O).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 279 WM RT DB-13Q/O (RT suffix indicates optional reflector with tempered glass)
Available Options: B, R, RT, T

290 WM  - 8" Dia, 14" H, 11-1/4" E, 3-7/8" Mtg.Ctr.
Incandescent lamping: Accepts one 250W Maximum Par38 lamp.
Fluorescent lamping: (-13Q) includes one 13W or 28W (-28Q) CF lamp with 120 
Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 120 thru
277 Volt ballast, housed in secondary canopy (adds 2" to E dimension). Also
available with one 32W, 42W or 57W lamp (-32TE/O, -42TE/O, -57TE/O).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 290 WM WH-26TE/O
Available Options: B, R, RT, T

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      279 WM B, 

290 WM B
R - Specular

Aluminum
Reflector:

      279 WM R, 
290 WM R, 
290T WM R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      279 WM RT,

290 WM RT
T - Tempered Glass Lens:
      278 WM T,
      279 WM T,
      290 WM T
QRS - Quartz Re-Strike: 

(mini-cand lamp by others) 
      290T WM QRS, 
      290T WM R QRS
PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.

4-1/2", 6" and 8" WALL-MOUNT CYLINDERS
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288T WM  - 8" W, 14" H, 11-1/4" E, 3-7/8" Mtg.Ctr.
H.I.D. lamping: Supplied with Tempered Glass Lens. Includes one 50W, 70W or 100W
medium-base lamp with magnetic ballast. (-H50, -H70, -H100) High Pressure Sodium
(120 Volt/NPF only) or (-M50, -M70, -M100) Metal Halide (120 Volt HPF). For 277 
Volt/HPF, add suffix /277 (-M50/277, -M70/277, -M100/277).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 288 WM R WH-M70/277 (R suffix indicates optional reflector)
Available Options: QRS, R

Standard Finishes: Black (BL), Dura-Bronze (DB), White (WH).
For alternate finishes and custom color matching, please consult factory.

260 WM - 4-1/2" W, 9" H, 7-3/4" E, 2-1/2" Mtg.Ctr.

Incandescent lamping: Accepts one 75W Maximum Par30 lamp.
Fluorescent lamping: (-13Q) includes one 13W CF lamp with 120 Volt/NPF
magnetic ballast.
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 260 WM WH (Incandescent - no Light Source code required)
Available Options: T

261 WM  - 6" W, 10" H, 9-1/4" E, 3-7/8" Mtg.Ctr.
Incandescent lamping: Accepts one 150W Maximum Par38 lamp.
Fluorescent lamping: (-13Q/O) includes one 13W or 22W (-22Q/O) CF lamp with
120 Volt/NPF magnetic ballast or one 26W (-26TE/O) CF lamp with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 2" to E dimension).
Also available with one 32W or 42W CF lamp (-32TE/O, -42TE/O).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 261 WM BL-22Q/O
Available Options: B, R, RT, T

288 WM  - 8" W, 14" H, 11-1/4" E, 3-7/8" Mtg.Ctr.
Incandescent lamping: Accepts one 250W Maximum Par38 lamp.
Fluorescent lamping: (-13Q) includes one 13W or 28W (-28Q) CF lamp with 120 
Volt/NPF magnetic ballast, or one 26W (-26TE/O) CF lamp with electronic 120 thru
277 Volt ballast, housed in secondary canopy (adds 2" to E dimension). Also
available with one 32W, 42W or 57W lamp (-32TE/O, -42TE/O, -57TE/O).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 260 WM DB B-57TE/O (B suffix indicates optional baffle)
Available Options: B, R, RT, T

4-1/2", 6" and 8" WALL-MOUNT SQUARES

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      261 WM B, 

288 WM B
R - Specular

Aluminum
Reflector:

      261 WM R, 
288 WM R, 
288T WM R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      261 WM RT,

288 WM RT
T - Tempered Glass Lens:
      260 WM T,
      261 WM T,
      288 WM T
QRS - Quartz Re-Strike: 

(mini-cand lamp by others) 
      288T WM QRS, 
      288T WM R QRS

PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.
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Specification Submittal Sheets available at www.luraline.com

290T UD  - 8" Dia, 20" H, 11-1/4" E, 10" Mtg.Ctr.
H.I.D. lamping: Supplied with Tempered Glass Lenses (top and bottom apertures).
Includes two 50W, 70W or 100W High Pressure Sodium (-2H50/R, -2H70/R, 
-2H100/R) or Metal Halide (-2M50/R, -2M70/R, -2M100/R) medium-base lamps
with remote-mounted (/R) dual-tap 120/277 Volt/HPF magnetic ballasts.
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 290T UD DB-2M50/R
Available Options: QRS, R

Standard Finishes: Black (BL), Dura-Bronze (DB), White (WH).
For alternate finishes and custom color matching, please consult factory.

279 UD  - 6" Dia, 16" H, 9-1/4" E, 8" Mtg.Ctr.
Incandescent lamping: Accepts two 150W Maximum Par38 lamps.
Fluorescent lamping: (-213Q/O) includes two 13W or 22W (-222Q/O) CF lamps 
with 120 Volt/NPF magnetic ballast or two 26W (-226TE/O) CF lamps with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 2" to E dimension). Also
available with two 32W CF lamps (-232TE/O).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 279 UD DB-213Q/O
Available Options: B, R, RT, T

290 UD  - 8" Dia, 20" H, 11-1/4" E, 10" Mtg.Ctr.
Incandescent lamping: Accepts two 250W Maximum Par38 lamps.
Fluorescent lamping: (-213Q) includes two 13W or 28W (-228Q) CF lamps with
120 Volt/NPF magnetic ballast or two 26W (-226TE/O) CF lamps with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 2" to E dimension).
Also available with two 32W or 42W lamps (-232TE/O, -242TE/O).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 290 UD R WH-242TE/O (R suffix indicates optional reflector)
Available Options: B, R, RT, T

   278 UD - 4-1/2" Dia, 14" H, 7-3/4" E, 7" Mtg.Ctr.
   Incandescent lamping: Accepts two 75W Maximum Par30 lamps.
   Fluorescent lamping: (-213Q/O) includes two 13W CF lamps with 120 Volt/NPF
   magnetic ballast or two 18W (-218QE/O) CF lamps with electronic 120 thru 277 
   Volt ballast, housed in secondary canopy (adds 2" to E dimension). 
   Please ADD desired Finish and Light Source codes to catalog number 
   when ordering.
   Example: 278 UD BL (Incandescent - no Light Source code required)

Available Options: T

4-1/2", 6" and 8" UP/DOWN WALL-MOUNT CYLINDERS

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      279 UD B, 

290 UD B
R - Specular

Aluminum
Reflector:

      279 UD R, 
290 UD R, 
290T UD R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      279 UD RT,

290 UD RT
T - Tempered Glass Lens:
      (Required for exposed
      outdoor locations) 
      278 UD T,
      279 UD T,
      290 UD T
QRS - Quartz Re-Strike: 

(mini-cand lamp by others) 
      290T UD QRS, 
      290T UD R QRS
PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.
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288T UD  - 8" W, 20" H, 11-1/4" E, 10" Mtg.Ctr.
H.I.D. lamping: Supplied with Tempered Glass Lenses (top and bottom apertures).
Includes two 50W, 70W or 100W High Pressure Sodium (-2H50/R, -2H70/R, 
-2H100/R) or Metal Halide (-2M50/R, -2M70/R, -2M100/R) medium-base lamps 
with remote-mounted (/R) dual-tap 120/277 Volt/HPF magnetic ballasts.
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 288T UD R WH-2M100/R (R suffix indicates optional reflector)
Available Options: QRS, R

Standard Finishes: Black (BL), Dura-Bronze (DB), White (WH).
For alternate finishes and custom color matching, please consult factory.

260 UD - 4-1/2" W, 14" H, 7-3/4" E, 7" Mtg.Ctr.
Incandescent lamping: Accepts two 75W Maximum Par30 lamps.
Fluorescent lamping: (-213Q/O) includes two 13W CF lamps with
120 Volt/NPF magnetic ballast or two 18W (-218QE/O) CF lamps with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 2" to E dimension). 
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 260 UD WH (Incandescent - no Light Source code required)
Available Options: T

261 UD  - 6" W, 16" H, 9-1/4" E, 8" Mtg.Ctr.
Incandescent lamping: Accepts two 150W Maximum Par38 lamps.
Fluorescent lamping: (-213Q/O) includes two 13W or 22W (-222Q/O) CF lamps with
120 Volt/NPF magnetic ballast or two 26W (-226TE/O) CF lamps with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 2" to E dimension).
Also available with two 32W CF lamps (-232TE/O).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 261 UD WH-222Q/O
Available Options: B, R, RT, T

288 UD  - 8" W, 20" H, 11-1/4" E, 10" Mtg.Ctr.
Incandescent lamping: Accepts two 250W Maximum Par38 lamps.
Fluorescent lamping: (-213Q) includes two 13W or 28W (-228Q) CF lamps with
120 Volt/NPF magnetic ballast or two 26W (-226TE/O) CF lamps with electronic 
120 thru 277 Volt ballast, housed in secondary canopy (adds 2" to E dimension).
Also available with two 32W or 42W lamps (-232TE/O, -242TE/O).
Please ADD desired Finish and Light Source codes to catalog number 
when ordering.
Example: 288 UD WH-232TE/O
Available Options: B, R, RT, T

4-1/2", 6" and 8" UP/DOWN WALL-MOUNT SQUARES

Options & Accessories:
(add "suffix" to catalog number)
B - Black Milli-Groove 

Baffle:
      261 UD B, 

288 UD B
R - Specular

Aluminum
Reflector:

      261 UD R, 
288 UD R, 
288T UD R

RT - Specular 
Aluminum
Reflector and
Tempered

      Glass Lens: 
      261 UD RT,

288 UD RT
T - Tempered Glass Lens:
      (Required for exposed
      outdoor locations) 
      260 UD T,
      261 UD T,
      288 UD T
QRS - Quartz Re-Strike: 

(mini-cand lamp by others) 
      288T UD QRS, 
      288T UD R QRS
PLEASE NOTE: Baffle not 
available in combination with 
Reflector or Tempered
Glass Lens.
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APPLICATIONS:
Geo lighting fixtures are suitable for interior and exterior applications such as multi-family 
housing, assisted living facilities, and educational and governmental settings. The series' 
pendant, ceiling and wall-mount fixtures are designed for installation in lobbies, common 
areas, meeting rooms, corridors, hallways, restaurants, and more.

CONSTRUCTION:
Heavy wall spun aluminum or extruded housings and stems. Wall brackets are cast aluminum. Cord-hung models supplied 
pre-wired with 36", white, three-conductor 18-3 cord and color-coordinated ceiling canopy. Black cord and custom lengths 
available. Stem-hung models supplied with 11/16" outside diameter, 12" long, color-coordinated stem and heavy-duty, hang-
straight (450) steel swivel canopy. Custom stem lengths also available.

LAMPING:
Choice of Incandescent, Compact Fluorescent, High Pressure Sodium or Metal Halide. See individual product specs for 
per-fixture wattage and lamp types.

LAMP HOLDERS:
Incandescent —  Medium-base porcelain with nickel-plated screw shell and center contact. 
Compact Fluorescent — Heat-resistant thermoplastic with lamp retention clips, providing for secure lamp fit and easy push-
pull re-lamping.
H.I.D. (High Pressure Sodium/Metal Halide) —  4KV pulse-rated medium-base porcelain with brass nickel-plated screw shell 
and center contact reinforced with corrosion-resistant leaf spring.

BALLASTS:
Compact Fluorescent —  Electro-magnetic Normal Power Factor, 120 Volt (60Hz) indoor/outdoor Type 1, rated for 320F start 
(-20 degree C start on -22Q, -28Q and -222Q models). 
Electronic Compact Fluorescent —  High Power Factor (>.97), electronic universal voltage (120-277), with smart circuitry 
that senses lamp wattage and supply voltage (50/60Hz), and protects lamp and ballast at the end of lamp life. Specification-
grade features include true 0¡ start (-180 C.), >.98 Ballast factor, <3% flicker and <10% Total Harmonic Distortion (THD). 
For dimmable electronic models, please consult factory.
H.I.D.  (High Pressure Sodium/Metal Halide) - Electro-magnetic Normal Power Factor, 120 Volt (60Hz) indoor/outdoor 
Type 1 ballast, rated for -200 F start. See individual product specs for High Power Factor and 277 Volt offerings. Models 
with remote-mounted ballast supplied with High Power Factor dual-tap (120/277 Volt), high reactance ballast and have a 
maximum lamp-to-ballast distance of 10 feet on High Pressure Sodium models and 20 feet on Metal Halide models. 
Weather-tight enclosure (by others) required for installation in wet locations.

FINISHES:
All metal parts are chemically cleaned and pre-treated with chromate or iron phosphate primer prior to application of 
thermosetting polyester (TGIC) powder coating.  Non-standard, custom colors and color matching (with submission of 
color chip) are supplied with industrial-grade exterior enamel liquid coating, subject to surcharge and not returnable. 
Note: RAL colors may be special-ordered in TGIC powder.

MOUNTING:
ALL models are designed for installation over a recessed 4" octagon box.

COMPLIANCES:
All models are UL Listed or NRTL Certified.

Information contained within this brochure subject to change without prior notice.

Our Website ...
Visit www.luraline.com to browse our full catalog, search for products, and submit Requests for Quote (RFQ). 

Our website also features online Specification Submittal Sheets. To access this valuable tool, first perform a Search. Then,
click on a chosen fixture to be taken to the products page, where you can view and select among the available options for 
that item. After you have specified the details for your chosen fixture, enter the job name and fixture type onto the form. 
At the bottom of the form, choose 'Print Submittal Sheet.'This results in a quality drawing, custom-tailored to the options 
and job that you have selected.

LURALINE PRODUCTS CO. A Division of Exciting Products Manufacturing Corp.
Telephone: 305.685.6588 · 800.940.6588 ·  Facsimile: 305.685.6500 


